
300 E. Mineral Ave., Suite 10
Littleton, CO 8()122-2631

Environmental Consultants 303/781-8211 303/781-ll67Fax

October 17, 2005

Fluid Minerals Group
Bureau of Land Management
82 East Dogwood
Moab, Utah 84532

RE: Application for Permit to Drill-Dominion Exploration & Production, Inc.
Skyline Unit 8-7, 2,023' FNL & 154' FEL, SE/4 NE/4
Section 7, T15S, R6E, SLB&M, Sanpete County, Utah

Dear Fluid Minerals Group:

On behalf of Dominion Exploration & Production, Inc. (Dominion), Buys & Associates, Inc. respectfully sub-
mits the enclosed original and two copies of the ApplicationforPermit to Drill (APD) for the above referenced
well. A request for exception to spacing (R649-3-2) is hereby requested based on topography since the well is
located within 460' of the drilling unit boundary. Dominion Exploration & Production, Inc. is the only owner
and operator within 460' of the proposed well. Included with the APD is the following supplemental informa-
tion:

Exhibit "A" - Survey plats, layouts and photos of the proposed well site;

Exhibit "B" - Proposed location maps with access and utility corridors;

Exhibit "C" - Production site layout;

Exhibit "D" - Drilling Plan;

Exhibit "E" - Surface Use Plan;

Exhibit "F" - Typical BOP and Choke Manifold diagram.

Please accept this letter as Dominion's, written request for confidential treatment of all information contained in
and pertaining to this application.

Thank you very much for your timely consideration of this application. Please feel free to contact myself or
Carla Christian of Dominion at 405-749-5263 if you have any questions or need additional information.

Sincerely,

Don Hamilton
Agent for Dominion

cc: Diana Whitney, Division of Oil, Gas and Mining
Tom Lloyd, Forest Service - Ferron District Office
Dale Harber, Forest Service--Supervisors Office
Lee Holmstead, Sanpete County
Carla Christian, Dommion
Ken Secrest, Dominion
Marty Buys, Buys & Associates, Inc.
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DRILLING PLAN

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: Skyline Unit 8-7

2023' FNL & 154' FEL
Section 7-15S-6E

Emery County, UT

1. GEOLOGlC SURFACE FORMATION North Horn

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGlC MARKERS

Formation Death

Price River 1,350'
Castlegate 1,850'
Blackhawk 2.150'
Star Point 3.100'
Mancos 3,450'
Emery 4.700
Bluecate 6.100'
Ferron 8,100'
Tununk 8,625'

3. ESTIMATED DEPTHS OF ANTICIPATED OIL.GAS OR MINERALS

Formation Depth Tyge

Price River 1,350'
Castleeate 1.850'
Blackhawk 2,150'
Star Point 3,100'
Mancos 3.450'
Emerv 4.700' M
Blueeate 6.100'
Ferron 8,100' Gas
Tununk 8.625'

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

T_1p_e Size Weight Grade Conn. Ton Bottom Hole

Surface 13-3/8" 61.0 ppf J-55 STC 0' 2,160' 17-½"
Intermediate l 9-5/8" 43.5 ppf N-80 LTC O' 4,710' 12-1/4"

Intermediate Il 7" 26.0 ppf N-80 LTC 0' 8,110' 8 ¾"
Production 4-1/2" 11.6 ppf P110 LTC 0' 8,750' 6-1/4"
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DRILLING PLAN

APPROVAL OF OPERATIONS

5. OPERATOR'S MlNIMUM SPECIFICATIONS FOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized.
Intermediate hole: To be drilled using a diverter stack with rotating head to divert flow from rig floor.
Production hole: Prior to drilling out the intermediate casing shoe, 3,000 psi or greater BOP equipment will be installed.
The pipe rams will be operated at least once per day from intermediate casing to total depth. The blind rams will be tested
once per day from intermediate casing to total depth if operations permit.

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be
two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold
system. The BOP "stack" will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a

minimum of 3,000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling below the intermediate casing shoe. All test pressures will be
maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be circulated into the BOP
stack and lines prior to pressure testing. The following test pressures will be used as a minimum for various equipment
items.

1. Annular BOP l,500 psi
2. Ram type BOP 3,000 psi
3. Kill line valves 3,000 psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi
8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.

Depths Mud Weight (ppa) Mud System
O' -2,160' 8.6 Air foam mist, no pressure control

2,160' -4,710' 8.6 Air Mist, Fresh water, 2% KCL/KCL mud system
4,710' - 8,11O' 8.6 Fresh water/2% KCL/KCL mud system
8,110' - 8,750' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a contant ignition source.
• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED

• Resistivity/Sonic/GR/Caliper log from surface casing to TD.
• LDT/CNL/GRICaliper detail log from base of7" casing to TD.
• Possible MRIL from base of 9 5/8" casing to TD.

10. ANTICIPATED ABNORMAL PRESSURES OR TEMPERATURES EXPECTED
• Expected BHP 1,500-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrated do not contain known H2S gas.



DRILLING PLAN

APPROVAL OF OPERATIONS

11. WATER SUPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for this well.
• Drilling water for this will be hauled on the road(s) shown in Attachment No. 3.
• Water will be leased from Nielson Construction through a direct purchase agreement. A Sundry will be submitted with

the appropriate water rights information in the future.

12. CEMENT SYSTEMS

a. Surface Cement: Drill 17 ½" hole to 2,160' and cement 13 3/8" casing to surface.

Hole Cement
T Sacks Interval Density Yield Volume Volume Excess
Lead 1350 O'-l,860' 12.5 ppg 1.91 CFISK 1,287 CF 2,573 CF 100%
Tail 390 l,860'-2,160' 15.8 ppg 1.17 CF/SK 227 CF 454 CF 100%

Lead Mix: Halliburton Lite Premium + 1% CaCl2 + ¼ pps Flocele
Tail Mix: Halliburton Premium Cement + 2% CaC12+ ¼ pps Flocele

b. Intermediate Casing 1Cement: Drill 12 ¼" hole to 4,710' and cement 9 5/8" casing to surface.

H_ole Cement
T_yp_e Sacks Interval Density Yield Volume Volume Excess
Lead 380 O'-4,000' 10.5 ppg 4.10 CF/SK 1,227 CF 1,534 CF 25%
Tail 190 4,000'-4,710' 14.2 ppg 1.62 CF/SK 237 CF 296 CF 25%

Lead Mix: Halliburton Premium - Type III
Tail Mix: Halliburton Premium Cement + 10% Cal-Seal 60 + 2% CaCl2 + ¼ pps Flocele

c. Intermediate Casing Il Cement: Drill 8 ¾" hole to 8,110' and cement 7" casing to 3000'.

Hol_e Cement
Type Sacks Interval Density Yieg Volume Volume Excess
Lead 190 4,000'-6,000' 12.5 ppg 1.98 CF/SK 285 CF 371 CF 30%
Tail 270 6,000'-8,l10' 14.2 ppg 1.61 CF/SK 325 CF 422 CF 30%

Lead Mix: Halliburton 50/50 Poz Premium + 8% gel + 10% Cal-Seal 60 + ¼ pps Flocele
Tail Mix: Halliburton Premium Cement + 10% Cal-Seal 60 + 1% CaCl2 + ¼ pps Flocele

d. Production Casing Cement: Drill 6 ¼" hole to 8,750' and cement 4 ½" casing to 6,200'.

Bole Cement
T_yge Sacks Interval Density Yield Volume Volume Excess

Primary 80 7,700'-8,750' 13.0 ppg 1.74 CF/SK 112 CF 129 CF 15%

Primary Mix: Halliburton Lite Premium + 3% KCL + l% Econolite + 0.6% Halad-322 + ¼ pps Flocele

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS
Starting Date: July 1, 2006
Duration: 30 Days



SURFACE USE PLAN

CONDITIONS OF APPROVAL

Attachment forPermit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: Skyline Unit 8-7

2023' FNL & 154' FEL
Section 7-15S-6E
Emely County, UT

THIRTEEN POINT SURFACE USE PLAN

The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

The onsite inspection for the referenced well was conducted on Wednesday, August 31, 2005 at approximately
2:30 pm. Weather conditions were hot and dry. In attendance at the onsite inspection were the following
individuals:

Tom Lloyd Project Lead / District Geologist Forest Service
Michael Davis NEPA coordinator Forest Service
Dale Harbor Geologist Forest Service
Don Wilcox Engineer Forest Service
Terry Nelson Biologist Forest Service
Cathy Dodt-Ellis District Archaeologist Forest Service
Katherine Foster Hydrologist Forest Service
Michael McMican Drilling Engineer DominionE&P,Inc.
Tim Jensen Geologist DominionE&P,Inc.
Monty Dolph Construction Foreman DominianE&P,Inc.
Allan McNally Drilling Manager DominionE&P,Inc.
Ken Secrest Production Foreman DominionE&P,Inc.
Jim Sweat Construction Foreman DominionE&P,Inc.
John Floyd Surveyor Uintah Engineering
P. Justice Surveyor Hand Uintah Engineering
Arch Allred Safety NeilsonConsbuction
Don Hamilton Permitting Agent Buys & Associates, Inc.

1. Existine Roads:

a. The proposed well site is located approximately 24.7miles northwest of Orangeville, UT.

b. Directions to the proposed well site have been attached at the end of Exhibit B.

c. The use of roads under State and County Road Department maintenance are necessary to
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access the Skyline Unit. However, an encroachment permit is not anticipated since no
upgrades to the State or County Road system are proposed at this time.

d. The forest maintained Skyline Drive from SR-31 across Skyline Drive to the proposed new
road would be utilized for 6.4 miles to access the proposed wellsite. A commercial road use
permit for the road is pending submission at this time. Upgrades to this road are required to
accommodate the increase in traffic with full-engineering being completed at this time.

e. All existing roads will be maintained and kept in good repair during all phases of operation.

f. Vehicle operators will obey posted speed restrictions and observe safe speeds commensurate
with road and weather conditions.

g. Since only drainage and aggregate improvements are anticipated to the access roads no
topsoil striping will occur.

h. Move-in and Move-out ofthe drill rig will not be allowed during holiday weekends and will
be restricted during the big game hunting seasons as specified by the Forest Service as
conditions for approval of the Surface Use Plan of Operations.

2. Planned Access Roads:

a. From the existing Skyline Drive Road an access is proposed trending southeast to the well
site that will be new construction. The 0.7 miles of road from Skyline Drive to the well site
will require extensive construction in which a road design plan is presently being developed
for the Forest Service road upgrade to supplement this application.

b. A maximum grade of 10% will be maintained throughout the project.

c. Drainage structures will be incorporated into the pending road design plan and meet Forest
Service specifications and approval prior to any construction.

d. A gate or cattle guard will not be necessary since the area is presently open.

e. A pre-construction meeting includingthe responsible company representative(s), contractors,
and the Forest Service must be conducted at the project site prior to commencement of
surface-disturbing activities. The pad and road must be construction-staked prior to this
meeting. Site specific requirements will be discussed at that time.

f. Following the road construction stakes any timber that must be removed will be sawed,
debarked and bunked into 4' lengths. The bunked lengths slash and several full length logs
will be left at the edge of the disturbed area for future reclamation in a non-continuous up-
slope windrow. No merchantable or non-merchantable timber productswill be removed from
forest lands. The entire staked area will then be stripped of the entire A horizon topsoil with
the topsoil being stockpiled inside of the timber windrow on the upslope side of the road.
All topsoil must be stripped from areas to be disturbed and stockpiled for reclamation in such
a way as to prevent soil loss and contamination.

g. Surface disturbance and vehicular travel will be limited to the approved locationaccess road.
Any additional area needed must be approved by the Forest Service in advance.

h. Unauthorized off-road vehicular travel is prohibited.
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i. The proposed access road will consist of a 24' travel surface within a disturbed area of

varying width that will be outlined within the road design

j. No turnouts are proposed since the access road is only 0.7 miles long and adequate site
distance exists in all directions.

k. No surfacing material will come from federal lands.

1. Adequate signs will be posted along Forest Service Development Roads and as appropriate
along the county road to warn the public of project related traffic.

m. An off-lease federal Right-of-Way is required for the access road for the portion located
outside of the pending Skyline Unit boundary (north of the township line).

3. Location of Existing Wells:

a. No existing water, injection, disposal or producing wells exist within a one mile radius ofthe
proposed well (See Exhibit "B").

4. Location of Production Facilities:

a. The production facilities layout will be submitted to the Forest Service prior to installation if
the well is proven productive. Production facilities may be subject to further analyses and
approval by the Forest Service.

b. All permanent structures (in place for six months or longer) constructed or installed
(including pump jacks and separators) will be painted a flat, non-reflective olive black to
match the standard environmental colors, as determined by the approving agency. All
facilities will be painted within six months of installation. Facilities required to comply with
the Occupational Safety and Health Act (OSHA) may be excluded.

c. Site security guidelines identified in 43 CFR 3163.7-5 and Onshore Oil and Gas OrderNo. 3
will be adhered to.

d. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall comply
with the provisions of 43 CFR 3162. 7-3, Onshore Oil and Gas Order No. 5, and American
Gas Association (AGA) Report No. 3.

e. A tank battery will be constructed on this location; it will be surrounded by a dike of
sufficient capacity to contain the storage capacity of the largest tank. All loading lines and
valves will be placed inside the berm surrounding the tank battery. All liquid hydrocarbons
production and measurement shall conform to the provisions of 43 CFR 3162.7-3 and
Onshore Oil and Gas Order No. 4 and Onshore Oil and Gas Order No. 5 for natural gas
production and measurement.

f. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

g. All access roads will be maintained as necessary to prevent erosion and accommodate year-
round traffic. The road will be maintained in a safe useable condition.
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h. The site will require periodic maintenance to ensure that drainages are kept open and free of
debris, ice, and snow, and that surfaces are properly treated to reduce erosion, fugitive dust,
and impacts to adjacent areas.

i. A gas pipeline is associated with this application and is being applied for at this time. The
proposed gas pipeline corridor will leave the southeast side of the well site and traverse
10,050' southeast to the existing Joes Valley Field pipeline network.

j. Dominion requests permission to upgrade the existing pipeline network proposed for use to
8" to the point where it will tie-into Questar.

k. The new gas pipeline will be an 8" or less steel surface line within a 40' wide utility corridor.
The use of the proposed well site and existing access roads and trails will facilitate the

staging of the pipeline construction. A new pipeline length of approximately 10,050' is
associated with this well.

1. Dominion intends on installing the pipeline on the surface by welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass to
join the long lengths together. Dominion intends on connecting thepipelinetogetherutilizing
conventional welding technology.

m. All gasoline and diesel-powered equipment will be equipped with effective spark arresters or
mufflers. Spark arresters will meet Forest Service specifications discussed in the USDA
Forest Service Spark Arrester Guide. In addition, all electrical equipment must be properly
insulated to prevent sparks.

5. Location and Type of Water Supply:

a. The location and type of water supply has been addressed as number 11 within the previous
drilling plan information.

6. Source of Construction Material:

a. Pad construction material will be obtained from Nielson Constructionnear Huntington, Utah.

b. The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

c. No construction materials will be removed from Forest Service lands

d. Any gravel used will be obtained from a state approved gravel pit.

7. Methods of Handline Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities designed for the safe storage and disposal of the waste material.
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b. Drill cutting will be contained and buried on site if they are free of liquid and proved through

laboratory analysis to be free of any toxins includingbarium-containing compounds. Should
the cutting fail to meet this requirement as determined by the Forest Service they will be
hauled off of Forest Service lands for placement in an approved solid waste disposal site.

c. The reserve pit will be located outboard of the location and along the southwest side of the
pad.

d. The reserve pit will be constructed so as not to leak, break, or allow any discharge.

e. The reserve pit will be lined with 12 mil minimum thickness synthetic liner material unless
designated otherwise by the Forest Service officers prior to construction. Pit walls will be
sloped no greater than 2:1. A minimum 2-foot freeboard will be maintained in the pit at all
times during the drilling and completion operation.

f. The reserve pit shall be located in cut material, with at least 50% of the pit volume being
below original ground level. Three sides of the reserve pit will be fenced before drilling
starts. The fourth side will be fenced as soon as drilling is completed, and shall remain until
the pit is dry. As soon as the reserve pit has dried, all areas not needed for production will be
rehabilitated.

g. Trash must be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than at the completion of drilling operations. The contents of the trash
container will be hauled off periodically to the approved Emery County Landfill near
Orangeville, Utah. Burning of trash and debris is prohibited.

h. After first production, produced wastewater will be confined to a lined pit or storage tank for
a period not to exceed ninety (90) days. During the 90-day period, in accordance with
Onshore Order No. 7, an application for approval of a permanent disposal method and
location, along with the required water analysis, will be submitted for the Authorized Officers
approval. Failure to file an application within the time allowedwill be considered an incident
of noncompliance.

i. Any salts and/or chemicals, which are an integralpart of the drilling system, will be disposed
of in the same manner as the drilling fluid.

j. Sanitary facilities are required on site at all times during operations. Sewage will be placed
in a portable chemical toilet or holding tank and disposed of in accordance with state and
county regulations. The installation of facilities, other than self contained chemical toilets, is
subject to State and Forest Service approval.

k. The produced fluids (other than water) will be produced into a test tank until such time as
construction of production facilities is completed. Any spills of oil, gas, salt water or other
produced fluids will be cleaned up and removed.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities proposed in this
application.

b. Off-location campsites on National Forest lands are not proposed with this application. A
multi-unit, self-contained crew camp will be utilized for the drilling and completion
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operations and will be entirely contained within the perimeter of the pad area.. The crew
camp will be utilized consistent with this surface use plan and all wastes generated will be
removed from Forest Service lands.

9. Well Site Lavout :

a. The well, whether drilling, producing, suspended, or abandoned, will be properly identified
in accordance with 43 CFR 3162.6.

b. Access to the well pad will be from the northwest.

c. The pad and road designs will be consistent with Forest Service specification as outlined in
the Region 4 Oil and Gas Roading Guidelines and the Manti-La Sal National Forest Oil and
Gas Well Site Guidelines and are subject to Forest Service approval. No construction
operations may begin prior to approval. Any modifications to approved plans are also
subject to review and approval.

d. The operator shall submit for approval, (within 90 days following completion of the well), a
maintenance plan for the site, the project road and that portion of any Forest Development
Road to be used for project access. A road use permit must be obtained from the Forest
Service authorizing commercial use of Forest Service Development Roads. Requirements
listed in the road-use permit must be followed.

e. A pre-construction meeting includingthe responsible company representative(s), contractors,
and the Forest Service must be conducted at the project site prior to commencement of
surface-disturbing activities. The pad and road must be construction-staked prior to this
meeting. Site specific requirements will be discussed at that time.

f. The pad has been staked at its maximum size of270' X 355', however it will be constructed
smaller if possible, depending upon rig availability. Should the layout change this
application will be amended and approved utilizing a sundry notice.

g. Sediment control will be maintained throughout the life of the project. Silt fencesreinforced
with steel mesh will be installed and maintained along all fill slopes and as necessary and
practical during the construction and drilling of the associated well. Strawbales may also be
used as necessary and practical and must be certified weed-free by the State of Utah. Should
disturbance induced erosion begin in any area of the project it should be minimized as soon
as practical utilizing approved sediment control structures. The Forest Service should be
consulted immediately if questions or concerns arise as a result of erosion control.

h. Ditching around the location is not proposed at this time since the location of the well is such
that it should not impound or re-divert surface waters. Ditching around the location will
increase the potential for off-site erosion. Off-site surface waters should be allowed to run
off of the slope as they presently do but under close monitoring to insure that erosion does
not occur. Pad slopes and berms should be armored if erosion is anticipated or occurs as a
result of disturbance.

i. The project engineer and surveyors must be certified by the State in which they reside or
maintain their business.

j. All surface disturbing activities, includingreclamation, will be supervised by a qualified,
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responsible official or company representative who is aware of the terms and conditions of
the APD and specifications in the approved plans.

k. Prior to any drilling operations, the working surface of the drill site will be surfaced with
aggregate material (gravel)to a depth of 8" to support anticipated loads throughout the life
of the well.

l. All cut and fill slopes will be such that stability can be maintained for the life of the activity.

m. All fills will be free from vegetative materials and will be compacted in lifts no greater than
12 inches in thickness to a minimum of 90 percent Proctor dry density sufficient to prevent
excessive settling.

n. Diversion ditches will only be constructed if necessary and practical around the well site to
prevent surface waters form entering the well site area. Energy dissipating structures will be
utilized to prevent excessive erosion at the outflow and trap any sediment produced fromthe
raw slopes and prevent excessive erosion.

o. An 18" berm will be constructed around the perimeter of the site to contain all precipitation,
spills, and other fluids from leaving the site. The berm will be 18 incheshigh, 12incheswide
at the top, and having a 1-1/2:1 side slopes. The site surface will be graded to drain to the
pit. The drainage pattern to be constructed can be modified for the site depending on site-
specific conditions.

p. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow on
the uphill side of the location to prevent any possible contamination. All topsoil must be
stripped from areas to be disturbed and stockpiled for reclamation in sucha way as to prevent
soil loss and contamination.

q. Pits will remained fenced until site cleanup.

r. The blooie line will be located: At least 100 feet from the well head.

s. To minimize the amount of fugitive dust and spray escaping from the blooie pit water
injection will be implemented

10. Plans for Restoration of the Surface:

DRY HOLE

a. Rehabilitation of the entire site will be required and will commence immediately after the drilling
is complete. The site will be restored as nearly practical to its original condition. Cut and fill
slopes will be reduced and graded to conform to the adjacent terrain.

b. Fluids in the reserve pit will be pumped off and hauled to an approved disposal source, or re-used
at another drill site. The operator will attempt to reclaim the reserve pit prior to winter, or the
following summer.

c. Drainages will be reestablished and temporary measures will be required to preventerosion to the
site until vegetation is established.

d. The abandonment marker will be one of the following, as specified by BLM and Forest Service:
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1) at least four feet above ground level,
2) at restored ground level, or
3) below ground level.
In any case the marker shall be inscribed with the following: operator name, lease number,
well name and surveyed description (township, range, section and either quarter-quarter or
footage).

e. After final grading and before the replacement of topsoil, the entire surface of the site shall be
scarified to eliminate slippage surfaces and to promote root penetration. Topsoil will then be
spread over the site to achieve an approximate uniform, stable thickness consistent with the
established contours.

f. A temporary fence (let down fence) will be constructed around the drill site to preventcontinued -

use until the required reclamation standards are successfully achieved. The fence will then be
removed.

g. In general, the disturbed areas will be considered adequately re-vegetated when at least90percent
of the original ground over is re-established over 90 percent of the seeded area, within threeyears
of planting, consisting of seeded and desirable species. Maximumallowable non-noxiousweeds is
1 0 percent of the total ground cover at any time. No noxious weeds will be allowed on the site;
they must be treated as they occur. The operator is responsible for maintenance of reclamation
facilities such as fences, barricades and temporary drainage structures until the desired reclaimed
conditions are achieved. If the desired ground cover is not established at the end of each 3 year
period, an analysis of why the areas has not recovered will be performed by the operator and
additional treatment and seeding will be required based on the results of the analysis.

h. Straw, hay, feed, or pellets used on the National Forests of Utah must be certified weed-free by
the State of Utah.

i. At such time as the well is plugged and abandoned, the operator shall submit a subsequent report
of abandonment.

j. The well pad and access road will be reclaimed as per Forest Service. The operator will be
informed of Forest Service requirements within 2 weeks following completion of the well to
determine if the Forest Service can utilize the access road and/or well pad for recreational
purposes. If the Forest Service agrees to take over the access and/or well pad, they also agree to
take full responsibility for continued use and maintenance of the area and all liability associated
with the same.

PRODUCING WELL

a. Site reclamation for producing wells will be accomplished for portions of the site not required for
the continued operation of the well. All disturbed surfàce will be treated to prevent erosion and to
complement the esthetics of the area. A new site plan will be required encompassing the facilities
required for operation and interim reclamation measures.

b. Before any dirt work to restore the location takes place, the reserve pit must be completely dry.
Once the reserve pit is dry, the reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the approximate natural contours. Methods
for drying the pit, other than natural evaporation, are subject to prior Forest Service approval.

c. Immediately upon completion of drilling, all equipment that is not necessary for production shall
be removed.
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d. Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

e. The plastic nylon reinforced liner shall be torn and perforated beforebackfillingofthe reserve pit.

f. At the end of drilling operations, drilling fluids will be hauled to an approved disposal site. All
polluting substances or contaminated materials, such as oil, oil-saturated soils, andgravel,will be
removed from the Forest.

g. The cut and fill slopes and all other disturbed areas not needed for the production operation will
be top soiled and re-vegetated. The berm will be removed and the drill site graded to drain.

h. The stockpiled topsoil will be evenly distributed over the disturbed area.

i. Prior to reseeding, all disturbed areas, including the access roads, will be scarified and left with a
rough surface.

j. The site will be seeded and/or planted as prescribed by the Forest Service. Nutrients and soil
amendments will be applied to the redistributed surface soil later as necessary to meet the
revegetation requirements. The Forest Service will assign the seedmix. Seedwill be broadcast or
drilled between Sept. and Nov., or at a time specified by the Forest Service. If broadcast, a
harrow or some other implement will be dragged over the seeded area to assure seed coverage.

11. Surface and Mineral Ownership:

a. Surface Ownership is USDA Forest Service under the management ofthe Manti-La SalNational
Forest 599 Price River Drive, Price, Utah 84501 435-637-2817.

b. Mineral Ownership is Bureau of Land Management - 82 East Dogwood Avenue, Moab, Utah
84532 435-259-2106.

12. Other Information:

a. AIA Archaeological has conducted a Class III archeological survey. A copy of the report has
been submitted under separate cover to the appropriate agencies by AIA Archaeological.

b. The operator is responsible for informing all persons in the area who are associated with this
project that they will be subject to prosecution for knowinglydisturbinghistoricor archaeological
sites, or for collecting artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that might furtber disturb such materials,
and contact the authorized officer (AO). Within five (5) working days, the AO will inform the
operator as to:

1. Whether the materials appear eligible for the National Register of Historic
Places;

2. the mitigation measures the operator will likely have to undertake before the site
can be used (assuming in situ preservation is not necessary); and

3. a time frame for the AO to complete an expedited review under 36 CFR
800.11 to confirm, through the State Historic Preservation Officer, that
the fmdings of the AO are correct and that mitigation is appropriate.
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If the operator wishes, at any time, to relocate activities to avoid the expense of mitigation
and/or the delays associated with this process, the AO will assume responsibility for
whatever recordation and stabilization of the exposed materials may be required. Otherwise,
the operator will be responsible for mitigation costs. The AO will provide technical and
procedural guidelines for the conduct of mitigation. Upon verißcation from the AO that the
required mitigation has been completed, the operator will then be allowed to resume
construction.

c. A Threatened and Endangered flora and fauna survey will be conducted by Buys &
Associates, Inc. in the spring. A copy of this report will be submitted to the appropriate
agencies by Buys & Associates, Inc..

d. Wildlife Seasonal Restrictions will be stipulated by the Forest Service biologist and the
existing Forest EIS document.

e. No off location Geophysical Testing will be completed as part of this project.

f. One drainage crossings that requires additional State or Federal approval is being crossed.
Approval to alter the drainage will be in place prior to any surface disturbing activities

g. Fire suppression equipment must be available to all personnel on the project site. Equipment
will include a minimum of one hand tool per crew member consisting of shovels, pulaskis,
and chainsaws and one properly rated fire extinguisher per vehicle an/ or internalcombustion
engine.

h. The operator will be held responsible for damage and suppression costs for fires started as a
result of operations. Fires must be reported to the Forest Service as soon as possible.

i. All accidents or mishaps resulting in resource damage and/or serious personal injurymustbe
reported to the Forest Service as soon as possible.

j. Harassment of wildlife and livestock is prohibited.

k. All merchantable timber removed or destroyed by construction or other project related
activities will be purchased by the operator at fair market value. The Forest Service will
conduct a timber cruise and appraisal after the final clearing limits have been staked. Slash
burning will be conducted only at locations approved by the Forest Service under
authorization or a burning permit.

1. An off-unit federal right-of-way must be in place prior to any access construction disturbance
that crosses out of the proposed Skyline Unit into T14S, RSE.

13. Operator's Representative and Certification

Title Name Office Phone
Company Representative (Roosevelt) Ken Secrest 1-435-722-4521
Company Representative (Oklahoma) Carla Christian 1-405-749-5263
Agent for Dominion Don Hamilton 1-435-719-2018
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Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exists; that
the statements made in this APD package are, to the best ofmy knowledge, true and correct;
and that the work associated with the operations proposed herein will be performed by
Dominion Exploration & Production, Inc. and its contractors and subcontractors in
conformity with this APD package and the terms and conditions under which it is approved.I
also certify responsibility for the operations conducted on that portion of the leased lands
associated with this application, with bond coverage being provided under Dominion's State
bond. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Signature: &A Date: (0 -i† Of
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DOMINION EXPLR. & PROD., INC.
SKYLINE UNIT #8-7

SECTION 7, T15S, R6E, S.L.B.&M.

PROCEED IN A NORTHWESTERLY, THEN SOUTHWESTERLY DIRECTION
FROM HUNTINGTON, UTAH ALONG U.S. HIGHWAY 31 APPROXIMATELY 35.2
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
SOUTHWEST; TURN LEFT AND PROCEED IN A SOUTHWESTERLY, THEN
SOUTHEASTERLY DIRECTION APPROXIMATELY 6.4 MILES TO THE
BEGINNING OF THE PROPOSED ACCESS TO THE SOUTHEAST; FOLLOW
ROAD FLAGS IN A SOUTHEASTERLY DIRECTION APPROXIMATELY 0.7
MILES TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM HUNTINGTON, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 42.3



LOCATION LAYOUT FOR

SKYLINEUNIT fj8-7
SECTION 7, T15S, R6E, S.L.B.&M.

023' FNL 154' FEL
Proposed Access ,C- A 7' Road -- I4. J

SCALE: 1" = 50'

UNSTRUNCT 76,7'

DATE: 09-25-05
Drawn By D.R.B. 65

, Sta. J+55C-28
Round Cornus E/. 85.8'

as Needed

Existing
Drainage - io

18" High x J'4" Wide
Adeguate Cornpaction

Topprox

Cut Slope

Reserve Pit Backfi//
Spoi/s Stoc/cpse \ PIPE RACKS

flARE PIT '

a e4 C-1.5'
B. 87.1' ' ' Û¯ I- 84. S'
C-12 1' 20' WIDE BEN H --- DOG HOUSE
(btm. pit) 30 35' o 135' Sto. 1+80

Existing F- J.4Drainage S. 79.6'
Total Pit Capacity
W/2' of Freeboard

L -- = 10,750 Ob/s. ± - II - o I i -- --

Total Pit Volume e 2 I I PUMP
= J,120 Cu. Yds. TOILET

1 I
MUD SHED

HOPPER

POWER
Fill Slope

--

E SH

RESERVEP/TS TOOLS
re o..,)

_

TxT
B. 84.9 FUEL

¯9
AGE

20' WIDE BENCH/Ð\KE C-4.4
E/. 87.4'

CONS C .

DITCH Sto. 0+00

Existing
Topsoi/ Stockpi/e

oroinage C-- J.7 C--4.8' E-0.7
B. 86.7,' g gyg' D. 82.J'

Bev. Ungraded Ground at Cocotion Stoke = 10584.8' UINTAH ENGINEERING & LAND SURVEYING
Elev. Graded Ground at Location Stoke = 10583.0 85 So. 200 East * Vernal, Utah 84078 * (435)



X-section
TYPICAL CROSS SECTIONS FOR

scoie SKYLINE UNIT #8-7
SECTION 7, T15S, R6E, S.L.B.&M.

1" = 50' 2023' FNL 154' FEL

DATE: 09-25-05
Drawn By D.R.B.

65' 135'
Preconstruction
Grade

------
----

-----. Einished Grade
CUT '¯¯¯¯

SM. J+55

145' 135'

S M. 1+80

10' 100' 35' 135'

Ill=_Ill=_llll̄ll¯\ll=l
-

SM. 0+52

35' 135'

Topsoil should not be SU 0+00
Stripped Below Finished
Grade on Substructure Area. * NOTE:

F/LL QUANT/TY/NCLUDES

APPROXiMATE YARDAGES
5X FOR COMPACT/ON

CUT EXCESS MATERIAL = 8,340 Cu. Yds.
(6") Topsoil Stripping = 1,720 Cu. Yds· Topsoil & Pit Backfill = 3,280 Cu. Yds.

(1/2 Pit Vol.)
Rerneining Location = 8,480 Cu. Yds.

EXCESS UNBALANCE = 5,060 Cu. Yds.
TOTAL CUT = 10,200 CU.YDS. (After Rehabilitation)

UINTAH ENGINEERING & LAND SURVEYINGFILL = 1,860 CU.YDS. 85 So. 200 East * Vernal, Utah 84078 * (435)
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DOMINION EXPLR. & PROD., INC.

SKYLINE UNIT #8-7
LOCATED IN SANPETE COUNTY, UTAH

SECTION 7, T15S, R6E, S.L.B.&M.

LOCATION STAKE(

CORNER #5 '

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHEASTERLY

PROPOSED ACCESE

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHEASTERLY

Uintah Engineering & Land Surveying LOCATIONPHOTOs 08 26 05 PHOTO
85 South 200 East Vernal, Utah 84078 ONTH DAY YEAR

- smcc1964. 435-789-1017 uels@uelsinc.com TAKENBY:J.F. DRAWNBY:C.P. VISED:





NTINGTON M

T14S

LEGEND: DOMINION EXPLR. & PROD., INC.
EXISTING ROAD N SKYLINE UNIT #8-7

----------- PROPOSED ACCESS ROAD SECTION 7, T15S, R6E, S.L.B.&M.
2023' FNL 154' FEL

Ui¯iaÏ!
Engineering & Land Surveying TOPOGR A PH I c 08 26 05 a

85 South 200 East VernaL. Utah 84078 M A P ONTH DAY YEAR(435) 789-3017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. VISED:
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E E

T14S

nyo

PROPOSED LOCATION: o

\ SKYLINE UNIT #8-7

a ell
E I ELINE

APPROXIMATE TOTAL PIPELINE DISTANCE = 10,050' +/-

LEGEND: DOMINION EXPLR. & PROD., INC.
PROPOSED ACCESS ROAD N SKYLINE UNIT #8-7

------- EXISTINGPIPELINE SECTION 7, T15S, R6E, S.L.B.&M.
----------- PROPOSED PIPELINE

2023' FNL 154' FEL

Uintah Engineering & Land SurveyÏnf TOPOGR A PH I c 08 26 05
85 South 200 East Vernal. Utah 84078 M A P MONTH DAY YEAR

94 (435) 789-1017 * FAX (435) 789-1813 ¯

SCALE:1" = 2000' DRAWNBY:C.P. REVISED:



0 = Oil Line '

G = Gos WLine

R = Relief Line (Pressure)
C = Condensote L,ne
v = Vent Line
D = Droin Line
M = Gos Meter °

P = Pump
BP = Bock Pressure Volve
SVS = Seoled Vhen Shipping
SUS = Seoted Unless Shipping
T = Heot Troced Line

VELLHEAD <typ H = Heoter
ti BL = Buried Line

><'] = Votve
= Check Volve

SC = Seoted Closed votve
NC = Nornotty Closed

/ BD = Blowdown Line
BD. BL

100• y Relief

×30
'

SEP
W,SL 300 bbt Tonk

(conciensote)
BL. C

SC
SUS

CLYCOL &
REBOILER

- The site security plan is on file
in DEPII s district office located at

CONTACT
1400 N. State St ., Roosevelt, UTah.

TOWER
It can be inspected duripg office

hours, from 6:30 AM thru 3:30 PM,
Monday thru Friday..

Y

DOMINIONEXPLORATION& PRODUCTION,lNC.

not to scote

. I TYPICAL FLOV DIAGRAM Íclate= /
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KILL LINE CHOKE LINE

CAS
HEAD

CHOKE MANIFOLO

ADJUSTABLE CHOKE

> TO MUD TANKTVALVE
CHOKE LINE C><l > To P



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/20/2005 API NO. ASSIGNED: 43-039-30029

WELL NAME: SKYLINE U 8-7

OPERATOR: DOMINION EXPL & PROD ( N1095 )
CONTACT: DON HAMILTON PHONE NUMBER: 435-650-1886

PROPOSED LOCATION:

SENE 07 150S 060E INSPECT LOCATN BY: / /
SURFACE: 2023 FNL 0154 FEL .Tech Review Initials Date
BOTTOM: 2023 FNL 0154 FEL

SANPETE Engineering

WILDCAT ( 1 ) Geology

LEASE TYPE: 1 - Federal Surface
LEASE NUMBER: UTU-78415

SURFACE OWNER: 1 - Federal
LATITUDE: 39.53391

PROPOSED FORMATION: TNUNK

COALBED METHANE WELL? NO LONGITUDE: -111.2849

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/' Plat R649-2-3.

/ Bond: Fed[1] Ind[] Sta[] Fee[]
Unit

CRo. 76S630500330 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permi \/ R649-3-3. Exception

Drilling Unit
RDCC Review (Y/N)

(Date: ) Board Cause No:
Eff Date:

LA Fee Surf Agreement (Y/N) Siting:

(18 Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:



Tí4S REE T15S R6E

EliINI U 7

ffWS VALLEY ti i

OPERATOR: DOMION EXPL & PROD (N1095)

SEC: 7 T. 15S R. 6E

FIELD:WILDC AT (001)

COUNTY: SANPETE
Wells Status

SPACING: R649-3-3 / EXCEFTION LOCATION y GAS INJECTION Utah 0 Gas and Midnao GAS STORAGE
× LOCATION ABANDONED

NEW LOCATION
Field Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORAIORY PRODUCINGGAS
AcrivE omuGE e OD IN OIL
COMBINED NF SECONDARY

• SHUT-IN OILINA CTIVE NDING
)s( TEMP. ABANDONEDPROPOSED o TEST WELL

N TED G THERML A WATER INJECTION
PP OIL g WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY g WATER DISPOSAL DATE 24-OCTOBER-2005
TERMINATED



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah February 13, 2006

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director ÛOmÎHÎOn Exploration & Production, Inc.

14000 QuailSprings Parkway, Suite 600
Division of Oklahoma City, OK 73134

Oil, Gas & Mining
JOHN R. BAZA
Division Direc'°' Re: Skyline Unit 8-7 Well, 2023' FNL, 154' FEL, SE NE, Sec. 7, T. 15 South,

R. 6 East, Sanpete County, Utah

Gentlemen:

Pursuant to theprovisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., UtahAdministrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-039-30029.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Sanpete County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 121.0,PO Box 145801, SaltLake City, UT 84114-5801
telephone(801) 538-5340 • facsimile(801)359-3940 • TTY (801)538-7458•
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Operator: Dominion Exploration & Production, Inc.
Well Name & Number Skyline Unit 8-7
API Number: 43-039-30029
Lease: UTU-78415

Location: SE NE Sec._7_ T. 15 South R. 6 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the





Fen31W-3
FORMAPPROVED

(Felsomy2005)
OMBNo 10044137

ExpinsMuch31, 2007
UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

& If lallian,Allolceor TribeName
APPLICATIONFOR PERMIT TO DRILLOR REENTER N/A

la. Typeofwork DRILL REERTER
2 End or CAAgung Nme ad Na

8 Inc NamcandWelINo

Ib. TypeofWeD: 08 Wei GasWeu Ote Siu¢c Zone Multipic2nne Skynne Unit &7

1 Nanc ef Operator 9 API WenNa
Dominion Exploradon & Pmduedom, Iac.

3& Address 14000 QuanSprings Parkway, Smile 600 3b Phoneha (smisk een mi) 10 FieldandPool,erExploralory

Oldahoma Olly, OK 73134 74¾520 a M

4 LocationofWeDphpri loansas dearly antin acomins wid my Aik rapsemama*) 11.Sec.,T R.M. er Bik.andSurvcyorArca

Atærface 1,955' FNL & 141' FEL, SE/4 NE/4,

At proposedprod.zone 1,955' FNL & 141' FEL, SE/4 NEI4,
Seedom 7, TISS, R6E, SLB&M

14 Dinace inmilesanddirectionfromacelesttowner ponedice* 11 CountyorPaish 13. Stale

24.7 -Hes aerktwest of Orsageville, Utah Sampete UT

15 Didace frontpoposed' 16.No of acresinIcase 17 SpecingUnitdedicateda thiswell
locdioa¾acacst

cricaselinc,it
toacarestdrig.mit line,if my) 141' 40 acres

la Didancefrain localion• 19 ProposedDepih 2lk BLMBTABondNaantile

loacaest
apphedfor,ondiis I 5,000' 8,750' 768 63050 0330

2L Elevations(ShowwhethcrDF,KDB,KT,GL,cle) 22 Appuxilbgedgeworkwiistatt* 21 Reimbaduration

10,583' GL 10101/2006 30 days

24. Attachments

The following,completed inaccordancewith therequirements ofOnsboleOilandGasOnlcrNo.1,innst beallachede thisfæn:

1. WcDplatccatifiedbya regisieredsurveyer. 4. Bond¾ coverIbc operationsmicsscoveredby as existingbonden file (scc

1 ADriDingPlan.
Ilmin20above)

3 A SwfaceUse Plan(if the locationa en NationalForestSydemLands,1bc 5. Operalorcertification

SUPO amt befiloiwith1beapproprialeForestServiceOffice). 6. Suchothersitespecificinformationand/orplansas mayberequiredbythe

Agent for Dominien

Approvedby ¢Bamanne) Nanc ¢Priaisé?)pe¢ Dale

Tine oeice

Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslega orequitabletidemthoserightsin1besubjecticasewhichwouldentidetheapplicantto

conduct operationsthereon.
Conditionsofapproval,if any,areattached.

Tide18 UAC. Section1001andTide43URCSedian1212,makeitacrimeforanyperson andwiBfullytoniaketoanydepartmentoragencyofdie Uniled
Statesanyfalse,fictidousor frandulentstatementsorreprescuidions asto my maner widlinits

*(Instructions on page
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NW Car Sec 6
1934 Brass Cap DOMINIONEXPLR. & PROD., INC.1.2' H/gh, PRe
or st**

Well location, SKYLINEUNIT #8-7, located as
shown in the SE 1/4 NE 1/4 of Section 7,Ti5S, R6E, S.L.B.&M. T15S, R6E, S.L.B.&M. Sanpete CountyUtah.

BASIS OF ELEVATION
WEST - 5156.58' (G.L.O.)

JORDAN TRIANGULATIONSTATION, LOCATED IN THE SW 1/4
SECTION 7, T15S, R6E, S.L.B.&M. TAKEN FROM THE HUNTINGTON
RESERVOIR QUADRANGLE,UTAH, SANPETE COUNTY, 7.5 MINUTE|°u
QUAD. (TOPOGRAPHIC MAP) PUBLISHEDBY THE UNITED\ S d. STATESDEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.LOT 1 E SAID ELEVATIONIS MARKED AS BEING 10602 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

SKYL/NEUN/T /8-7
LOT 2 Elev. Ungraded Ground = 10,58J' 141' (comp.)

N

o o oNOTE: 2 2 o OTHE PROPOSED WELLBEARS S39 00'02"E
8192.33' FROM THE NOR 11WESTCORNERLOT 3 OF SECTION6, T15S, R6E, S.LB.&M. AND SC A LEBEARS N48°49'31"E 6447.53' FROM THE
SOUTHEASTCORNEROF SECTION12, tiliffiggT15S, R5E, S.LB.&M• THIS IS TO CERT1FYTHAT THE ED FROM

FIELDNOTES OF ACTUALSUR YM MY
----- SUPERVISIONAND TNAT THE E TO THERR BESTOF MY KNOWLEDGE

LOT 4

UDPMH ENGINEERING & IAND SURVEYING
LEGEND: WEST - 5012.70' (G.L.O.) 85 SOUTH 200 £AST - VERNAL,UTAH 84078

(AUTONOMOUSNAD 83) (435) 789-1017\__..=
90• SYMBOL

LATITUDE= 39°32'03.45" (39.534292) SCALE DATESURVEYED: DATEDRAWN:O = PROPOSED WELL HEAD' LONGITUDE= 111°17'07.94" (111,?85539) 1" = 1000' os-15-os 08-29-05A = SECTION CORNËRS LOCATED. PARTY REFERENCES
'SE Car See 12 (AUTONOMOUSNAD 27) 8.8. J-R. D.R.B. G.L.O. PLATriss est so LATITUDE = 39°32'03.58" (39.534328) WEATHER FILEËHÎ¢¯

LONGITUDE= 111°17'05.30" (111.284806) WARM DOMINIONEXPLR.& PROD.,



DOMINION EXPLR. & PROD., INC. NOTE:
12" OF GRAVEL IS TO BE PLACED

Ð, CONSTRUCT LOCATION LAYOUT FOR ON WELL PAD LOCATION. ALSO,
ey*/?, DIVERSION CONSTRUCT A 30'x30' LEVEL PAD

DITCH -----
---SKYLINE UNIT #8-7 FOR SUBSTRUCTURE AREA.

SECTION 7, T15S, R6E, S.L.B.&M.
1955' FNL 141' FEL

Proposed Access '

SCALE: 1" = 50' 7' / Topsoil Stockpi/e
DATE: 09-25-05
Drawn By D.R.B. 6 ----.....

........
CONESRTRUNCT

Rev: 06-28-06 D.R.B. Sta. J+55 · DITCH
Rev: 09-05-06 D.R.B. 65

Round Corners B. 8J.5' \

/ as Needed

2.5' High w/ 1-1/2:1 S/ope---

I Adequate Cornpaction
-- 10 (Prior to Gravel Cop)

ppro 7

SSTORUCT 1X Slye

D. 8 7 5EL 84 D o ¯

DOG HOUSEC-12. J c- Jo 3o e 135' Sta. 1+80
(bim. pi

ix slope F-4.7
B. 78. 4 '

Total Pit Capacity i
W/2' of Freeboard ¯'

-- = 10,750 Ob/s. ± - II -

Total Pit Volume e PUMP
- J,r2o cu va - g¯ TOILETO

¯¯

o

RHED

Apeprox.

-
-

POWER Fill Slope
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DOMINION EXPLR. & PROD., INC.
o

×-Section
TYPICAL CROSS SECTIONS FOR

" scale SKYLINE UNIT #8--7 ‡ >
¯ SECTION 7, T15S, R6E, S.L.B.&M. Šg No.

1" = 50' 1955' FNL 141' FEL i g L-
DATE: 09-25-05
Drawn By D.R.B.

Rev 06-28-06 D.R.B Preconstruction ' 135'Rev 09-05-06 D.R.B. Grade
65

---- Einished Grade

STA. J+55

145' 135'

STA. 1+80

10' 100' 35' 135'

NOTE:

ITopsoil should not be
Stripped Below Finished 35' 135'
Grade on Substructure Area.

Slope= 1 1//2: 1

STA. 0+00
(12") GRAVEL = 2,420 Cu. Yds- * NOTE:
(To Be Obtained frorn a Suitable Source) FILL QUANT/TYINCLUDES

5% EOR COMPACT/ON

APPROXIMATE YARDAGES

CUT
EXCESS MATERIAL = 5,210 Cu. Yds.

(12") Topsoil Stripping = J,650 Cu. Yds. Topsoil & Pit Backfill = 5,210 Cu. Yds.
(1/2 Pit Vol.)

Rernaining Location = 7,5]O Cu. Yds. EXCESS UNBALANCE = 0 Cu. Yds.

TOTAL CUT = 11,180 CU.YDS. (After Rehabilitation)

FILL = 5,970 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Verrust, Utah 84078 * (435)



DOMINION EXPLR. & PROD., INC.
DETAIL SHEET

DATE: 06--29-06
Drawn By D.R.B. SKYLINEUNIT #8-7

Revised: 08-10-06 D.R.B. SECTION 7, T15S, R6E, S.L.B.&M.
Revised: 09-05-06 D.R.B.

1955' FNL 141' FEL No.16131

i no y

RIP RAP IN WING DITCH (DETAIL)
(Only Where Specified)

BERM (EDGE OF LOCATION)
(NO SCALE)

1% S/ope on Pad
¯¯ \ \¯¯¯¯\\ I ~

1X Slope on Pad

I III---III

DIVERSION DITCH (EDGE OF LOCATION)
(NO SCALE)

UINTAH ENGINEERING & LAND St/RVEYING
85 So. 200 Fast * Vernal, Utah 84078 * (435)



HUNTINGTON 35.2 MI. +I-

4S

OPO ED LOCATI N
LINE UNIT

RR

LEGEND: DOMINION EXPLR. & PROD., INC.
PROPOSED LOCATION N SKYLINE UNIT #8-7

SECTION 7, T15S, R6E, S.L.B.&M.
1955' FNL 141' FEL

- Uintah Engineering & Land Surveying TOPOGR A PH I c 11 04 0585 South 200 East Vernal, Utah 84078 M A P(435) 789-1017 * FAX (435) 789-1813 ONT DAY YEAR

SCALE:1:100,000 DRAWNBY:C.P. VISED:



HUNTINGTON 41.6 MI. +I- --'

T14S
T15S
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ossa y PROPOSED LOCATION:
SKYLINE UNIT #8-7

R R

LEGEND: DOMINION EXPLR. & PROD., INC.
EXISTING ROAD N SKYLINE UNIT #8-7

----------- PROPOSED ACCESS ROAD SECTION 7, T15S, R6E, S.L.B.&M.

-
1955' FNL 141' FEL

Uintah Engineering & Land Surveying TOPOGR A PH I c 11 04 05
85 South 2OO East Vernal, Utah 84078 M A P ONT DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. REVISED:
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SKYLINE UNIT #8-7
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LEGEND: DOMINION EXPLR. & PROD., INC.
p' DISPOSAL WELLS WATER WELLS N SKYLINE UNIT #8-7
e PRODUCING WELLS ABANDONED WELLs SECTION 7, T15S, R6E, S.L.B.&M.

SHUT IN WELLS - - TEMPORARILY ABANDONED 1955' FNL 141' FEL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 11 04 05
85 South 200 East Vernal, Utah 84078 M A P ONT DAY VEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. REVISED:
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× i EXISTING PIPELINE a

APPROXIMATE TOTAL PIPELINE DISTANCE = 10,100' +/-

LEGEND: DOMINION EXPLR. & PROD., INC.
PROPOSED ACCESS ROAD N SKYLINE UNIT #8-7

------ EXISTING PIPELINE SECTION 7, T15S, R6E, S.L.B.&M.
----------- PROPOSED



Form 3160-5

(August, 1999) UNITED STATES FORM APPROVED
DEPARTMENT OF THE INTERIOR oMB No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: November 30, 2000

5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-78415
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well

il Well Gas Well ther 8. Well Name and No.

2. Name of Operator Skyline Unit 8-7
9. API Well No.

Dominion Exploration & Production, Inc.
3a. Address 3b. Phone No. (include area code) 43-039-30029
14000 Quail Springs Pkwy, Ste 600, OKC, OK 73134 (405) 749-5237 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Wildcat
1955' FNL & 141' FEL, SE NE, Sec. 7-15S-6E 11. County or Parish, State

Sanpete, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

AlteringCasing Fracture Treat Reclamation Well Integrity

O Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon TemporarilyAbandon APD Extension

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Procosed or Completed Ooeration (clearlv state all Dertinent details, including estimated startina date of anv orocosed work and aooroximate duration thereof.
Ifthe procosal is to deepen directionallv or recomplete horizontallv. Give subsurface locations and measured and true vertical deoths of all pertinent markers and zones.
Attach the Bond underwhich the work willbe performed ororovide the Bond No. on filewith BLM/BIA. Reauired subseauent recorts shall be filed within 30 davs
following completion of the involved operations. Ifthe operation results in a multiolecompletion or recompletion in a new interval, a Form 31604 shall be filedonce
testing has been comoleted. Final Abandonment Notices shall be filed oniv after all reauirements, including reclamation, have been comoleted and the ooerator has
determined that the site is readv for final insoection.)

The state APD for this well expires February 13, 2007. Dom gting a one year extension.
Utah DMslonof

08, GasandMining

14. I hereby certify that the foregoing is true and correct
N ame (Printed/Typed)

Barbara Lester Title Regulatory Specialist

signature
Date 1/29/2007

Approved by Title Date
Conditions of aooroval, if anv. are attached. Acoroval of this notice does not warrant or
certifv that the acolicant holds leaal or eauitable titleto those rights in the subiect lease Office
which would entitle the applicant to conduct ooerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfullyto make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

onsmoorrmon RECEIVED
m FEB1 2 2007

DIV,OFOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-039-30029

Well Name: Skyline Unit 8-7

Location: 1955' FNL & 141' FEL, Sec. 7-15S-6E

Company Permit Issued to: Dominion Exploration & Production, Inc.
Date Original Permit Issued: 2/13/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO No O

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesONo121

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers this proposed well? Yes2NoO

1/29/2007

ature Date

Title: Regulatory Specialist

Representing: Dominion Exploration & Production, Inc.
RECEIVED
FEB122007

DIV.0FOIL,GAS&



Form 3160-5
(August, 1999) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR ' oMB No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
t 9. ilbeSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-78415
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.
7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well

il Well Gas Well ther 8. Well Name and No.

2. Name of Operator Skyline Unit 8-7
9. API Well No.

Dominion Exploration & Production, Inc.
3a. Address 3b. Phone No. (include area code) 43-039-30029
14000 Quail Springs Pkwy, Ste 600, OKC, OK 73134 (405) 749-5237 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Wildcat
1955' FNL & 141' FEL, SE NE, Sec. 7-15S-6E 11. County or Parish, State

Sanpete, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Altering Casing Fracture Treat Reclamation Well Integrity

O Subsequent Report Casing Repair New Construction Recomplete Other

Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Procosed or Comoleted Operation (clearlv state all certinent details, including estimated startina date of anv oroposed work and aooroximate duration thereof.
Ifthe Drocosal Is to deeoen directionallvor recomolete horizontallv, aive subsurface locations and measured and true vertical depths of all Dertinent markers and zones.
Attach the Bond under which the work willbe Derformed or orovide the Bond No. on filewith BLM/BIA. Reauired subseauent reoorts shall be filed within 30 davs
following comoletion of the involved ooerations. Ifthe ooeration results in a multiolecompletion or recomoletion in a new interval, a Form 3160-4 shall be filedonce
testing has been comoleted. Final Abandonment Notices shall be filed oniv after all reauirements, includina reclamation, have been comoleted and the onerator has
determined that the site is readv for final insoection.)

Dominion requests permission to change the drilling plan for this well by eliminating the Intermediate Il 7" casing and
changing the Production casing from 4-1/2" to 5-1/2". The new drillingplan is attached.

14. I hereby certify that the foregoing is true and correct
N ame (Printed/Typed)

Barbara Les r Title Regulatory Specialist

Signature Date 5/24/2007

Approved by Title Date

Conditions of aooroval, if anv. are attached. Acoroval of this notice does not warrant or
certifv that the acolicant holds legal or eauitable titleto those rights in the subiect lease Office
which would entitle the acolicant to conduct ooerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfully to make to any department or agency of the
United States any false, fictitio au tate or representat s ny rna t in its jurisdicti

CEIVED

gy DN,OF0\L,GAS&



DRILLING PLAN

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: Skyline Unit 8-7

1955' FNL & 141' FEL
Section 7-15S-6E

Emery County, UT

1. GEOLOGIC SURFACE FORMATION North Horn

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGIC MARKERS

Formation Depth

Price River 1,350'
Castlegate 1,850'
Blackhawk 2,150'
Star Point 3,100'
Mancos 3,450'
Emery 4,700'
Bluegate 6,100'
Ferron 8,100'
Tununk 8,625'

3. ESTIMATED DEPTHS OF ANTICIPATED OIL,GAS OR MINERALS

Formation Depth Tygg

Price River 1,350'
Castlegate 1,850'
Blackhawk 2,150'
Star Point 3,100'
Mancos 3,450'
Emery 4,700' Gas
Bluegate 6,l00'
Ferron 8,100' Gas
Tununk 8,625'

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

Type Size Weight Grade Conn. T Bottom Hole

Surface 13-3/8" 61.0 ppf J-55 STC O' 300' 17-½"
Intermediate 9-5/8" 40.0 ppf N-80 LTC O' 3,000' 12-1/4"
Production 5-1/2" 17.0 ppf Pl10 LTC 0' 8,750' 8-3/4"

REC3VED

MAY29 2007

DN.0f0\L,GA3



DRILLING PLAN

APPROVAL OF OPERATIONS

5. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized.
Intermediate hole: To be drilled using a diverter stack with rotating head to divert flow from rig floor.
Production hole: Prior to drilling out the intermediate casing shoe, 3,000 psi or greater BOP equipment will be installed.
The pipe rams will be operated at least once per day from intermediate casing to total depth. The blind rams will be tested
once per day from intermediate casing to total depth if operations permit.

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be
two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold
system. The BOP "stack" will consist of two BOP rams (1 pipe, I blind) and one annular type preventer, all rated to a
minimum of 3,000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling below the intermediate casing shoe. All test pressures will be
maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be circulated into the BOP
stack and lines prior to pressure testing. The following test pressures will be used as a minimum for various equipment
items.

l. Annular BOP 1,500 psi
2. Ram type BOP 3,000 psi
3. Kill line valves 3,000 psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi
8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.

Depths Mud Weight (ppa) Mud System
O' - 300' 8.6 Air foam mist, no pressure control

300' -3,000' 8.6 Air Mist, 4% KCL mud system
3,000' - 8,750' 8.6 4% KCL mud system/aerated system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a contant ignition source.
• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED

• Resistivity/Sonic/GR/Caliper log from surfàce casing to TD.
• LDT/CNL/GR/Caliper detail log from base of7" casing to TD.
• Possible MRIL from base of 9 5/8" casing to TD.

10. ANTICIPATED ABNORMAL PRESSURES OR TEMPERATURES EXPECTED
• Expected BHP 1,500-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrated do not contain known H2S



DRILLING PLAN

APPROVAL OF OPERATIONS

11. WATER SI,JPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for this well.
• Drilling water for this will be hauled on the road(s) shown in Attachment No. 3.
• Water will be leased from Nielson Construction through a direct purchase agreement. A Sundry will be submitted with

the appropriate water rights information in the future.

12. CEMENT SYSTEMS

a. Surface Cement: Drill 17 ½" hole to 300' and cement 13 3/8" casing from TD to surface. Circulate cement to surface.
Hol_e Cement

T_yp_e B Interval Density Yield Volume Volume Excess
Tail 375 O'-300' 15.8 ppg 1.15 CF/SK 209 CF 432 CF 100%

Tail Mix: Class 'G' + 2% CaCl2 + ¼ pps Flocele

b. Intermediate Casing Cement: Drill 12 ¼" hole to 3,000' and cement 9 5/8" casing from TD to target depth of surface.
Hole Cement

T_yp_e _Sacks Interval Density Ïiel_d Volume Volume Excess
Lead 250 O'-2,000' 10.5 ppg 4.14 CF/SK 626 CF 1,035 CF 50%
Tail 275 2,000'-3,000' 13.5 ppg 1.74 CF/SK 313 CF 479 CF 50%

Lead Mix: Halliburton CBM Lite, Type III + 10 pps Gilsonite + l/4 pps Flocele
Tail Mix: Halliburton CBM Lite, Type III + 10 pps Gilsonite + 1/4 pps Flocele

c. Production Casing Cement: Drill 8 ¾ " hole to 8,750' and cement 5 ½" casing from TD to target depth of 3,000'.

Hoole Cement
TXpe _Sacks Interval Density Yied Volume Volume Excess
Lead 525 3,000'-7,250' l 1.6 ppg 3.12 CF/SK 1074 CF 1638 CF 50%
Tail 335 7,250'-8,750' 13.0 ppg 1.71 CF/SK 379 CF 573 CF 50%

Lead Mix: Halliburton HighFill, Type V + ¼ pps Flocele
Tail Mix: Halliburton Light Premium, Type V + 1% Econolite + 10 pps Gilsonite + ¼ pps Flocele + retarder

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS
Starting Date: July 15, 2007
Duration: 30



STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATIONANDSERIALNUMBER:

UTU-78415
6. 1F INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITof CA AGREEMENT NAME

Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or 1° SKY LINE UN IT
drillhorizontal laterais. Use APPLICATION FOR PERMITTO DRILL form for such proposals.

1. TYPEOF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER SKYLINE UNIT 8-7

2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC.
486697- 43 g• Agg

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2700 Farmington Ave. Farmington STATE NM ziP87401 (505) 324-1090 FERRON COAL

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2023' FNL & 154' FEL COUNTY: SANPETE

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENE 7 15S 06E STATE:
UTAH

19 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AC1DIZE O DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) O ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

8/27/2007 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK O WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) O WATER SHUT-OFF

Date of work completion:

O COMMINGLEPRODUCING FORMATIONS O RECLAMATIONOF WELL SITE OTHER:

O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. proposes to change portions of our drillingplans for the Skyline Unit 8-7 per attached documents.

Accepted 4 Ole
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

SNAME(PLEASEP I mH C. ER DATE REGUOLATORYCOMPLIANCETECH

(This space for State use only)

(5/2000) (See instructions on Reverse



XTO ENERGY INC.
Skyline Unit 8-7

APD Data
August 27, 2007

Location: 2023' FNL & 154' FEL, Sec 7, Tl5S, R6E County: Sanpete State: Utah

GREATEST PROJECTED TD: 9565' OBJECTIVE: Ferron Coal/SS
APPROX GR ELEV: 10,584' Est KB ELEV: 10,598' (14' AGL)

1. MUD PROGRAM:

INTERVAL O' to 360' 360' to 3600' 3600' to 9565'

HOLE SIZE 17.5" 12.25" 8.75"
MUD TYPE FW/Spud Mud LSND / Gel Chemical' Aereated Mud'
WEIGHT 8.6-9.0 8.4-8.8 8.4-8.8

VISCOSITY 28-32 28-32 28-32

WATER LOSS NC 8-10 8-10

Remarks:

Use fibrous materials as needed to control seepage and lost circulation. Pump high viscosity sweeps as needed

for hole cleaning. Raise viscosity at TD for logging. Reduce viscosity after logging for cementing purposes.

'Aereate mud until reserve pit is full. Upon filling pit, convert to mud with no aereation.
2Aereate mud unless excessive waterflow is encountered. Base fluid will be LSND / Gel Chemical mud.

2. CASING PROGRAM:

Surface Casing: 13.375" casing to be set at ± 360' in a 17-1/2" hole filled with 8.6 ppgmud
Coll Burst

Rating Rating Jt Str ID Drift SF SF SF

Interval Length Wt Gr Cplg (psi) (psi) (M-lbs) (in) (in) Coll Burst Ten

O'-360' 360' 61.0# J-55 ST&C 1540 3090 798 12.515 12.359 9.565 19.19 36.3

Intermediate Casing: 9.625" casing to be set at ± 3600' in a 12-1/4" hole filled with 8.6 ppy mud

Coll Burst
Rating Rating Jt Str ID Drin SF SF SF

Interval Length Wt Gr Cplg (psi) (psi) (M-lbs) (in) (in) Coll Burst Ten

O'-3600' 3600' 36.0# J-55 ST&C 2020 3520 394 8.921 8.765 1.254 2.18 3.04

Production Casing: 5.5" casing to be set at TD (±9565')in 8.75" hole filled with 9.20 ppgmud.
Coll Burst

Rating Rating Jt Str ID Driñ SF SF SF

Interval Length Wt Gr Cplg (psi) (psi) (M-lbs) (in) (in) Coll Burst Ten

0'-9565' 9565' 17.0# I-100 LT&C 5480 8750 345 4.950 4.825 1.19 1.91



4. CEMENT PROGRAM (Slurry design may change slightly, but the plan is to circulate cement to
surface on both casing strings):

A. Surface: 13.375", 61.0#, J-55, ST&C casing to be set at ± 360' in 17-1/2" hole.

a. 335 sx of Type V cement (or equivalent) containing 1% CaCI, ¼ pps Flocele, and 10%
Cal Seal mixed at 14.2 ppg and 1.61 ft'/sk.

Total slurry volume is 538ff, 100% excess of calculated annular volume to 360'.

B. Intermediate: 9-5/8", 36.0#, J-55, ST&C casing to be set at ±3600' in 12.25" hole.

LEAD:
268 sx of CBM Light Weight Cement with 10 pps Gilsonite and ¼ pps celloflake mixed at 10.5

ppg and 4.15 ft'/sk.

TAIL:
250 sx of CBM Light Weight Cement with 10 pps Gilsonite and ¼ pps celloflake mixed at 13.5

ppg and 1.81 ft*/sk.

Total estimated slurry volume for the 9-5/8" production casing is 1565 fŸ.

C. Production: 5-1/2", 17.0#, I-100, LT&C casing to be set at ±9565' in 8.75" hole.

LEAD:
431 sx of CBM Light Weight Cement with 10 pps Gilsonite and ¼ pps celloflake mixed at 10.5

ppg and 4.15 ft'/sk.

TAIL:
250 sx of CBM Light Weight Cement with 10 pps Gilsonite and ¼ pps celloflake mixed at 13.5

ppg and 1.81 ft'/sk.

Total estimated slurry volume for the 5-1/2" production casing is 2242 fŸ.

Note: The slurry design may change slightly based upon actual conditions. Final cement volumes will be
determined fromthe caliper logs plus 40%. It will be attempted to circulate cement to the surface on surface

and intermediate strings. Production casing volumes are based on a 500' overlap.

5. LOGGING PROGRAM:

A. Mud Logger: The mud logger will come on at 1,000' and will remain on the hole until TD. The

mud will be logged in 10' intervals.

B. Open Hole Logs as follows: Run Array Induction/SFL/GR/SP fr/TD (9565') to the bottom of the
intermediate esg. Run Neutron/Lithodensity/Pe/GR/Cal from TD (9565') to



6. FORMATION TOPS:

Est. KB Elevation: 10598'

Sub-Sea WELL
FORMATION Elev. DEPTH
Castlegate 1790
Blackhawk 2125
Star Point 3050
Upper Bluegate 3550
Emery 4590
Lower Bluegate 5900
Upper Ferron* 8170
Lower Ferron 8575
Tununk 8755
Dakota** 9115

Total Depth 9565
* Primary Objective ** Secondary

Objective

8. COMPANY PERSONNEL:

Name Title Office Phone Home Phone
John Egelston Drilling Engineer 505-564-6734 505-330-6902

Jerry Lacy Drilling Superintendent 505-566-7917 505-320-6543

Josh Stark Project Geologist 817-885-2800 --

JWE



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (oldOperator): TO: ( New Operator):
N1095-Dominion Exploration & Production, Inc N2615-XTO Energy Inc

14000 QuailSprings Parkway, Suite 600 810 Houston St
Oklahoma City, OK 73134 Fort Worth, TX 76102

Phone: 1 (405) 749-1300 Phone: 1 (817) 870-2800

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 8/6/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 8/6/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/6/2007
4a. Is the new operator registered in the State of Utah: Business Number: 5655506-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on: 9/27/2007
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/27/2007
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000138
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 104312762
3b. The FORMER operator has requested a release of liability from their bond on: g

The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

XTO (DOMINION) FORM A.xis



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEORTÑIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITorCA AGREEMENTNAME:Do not use thisform for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:OILWELL O GAS WELL OTHER
SEE ATTACHED

2. NAMEOFEnPERATOPs: 9. A UE
TACHED

3. ADDRESS OF OPERATOR: 810 Houston Street PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

orry Fort Worth swa TX w76102 | (817) 870-2800 Natural Buttes
4. LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007, XTO Energy Inc. has purchased the wells listed on the attachment from:

Dominion Exploration & Production, Inc.
14000 Quail Springs Parkway, Suite 600
Oklahoma City, OK 73134

James D. Abercrombie
Sr. Vice President, General Manager - Western Business Unit

Please be advised that XTO Energy inc. is considered to be the operator on the attached list and is responsible
under the terms and conditions of the lease for the operations conducted upon the lease lands. Bond coverage
is provided by Nationwide BLMBond #104312750 and Department of Natural Resources Bond #104312762.

NAME(PLEASEPRINT Win S. Ryan, ,l TITLE Sr. Vice President - Land Administration

SIGNATURE DATE 7/31/2007

(Thisspace for State use only)

mROVED / /07
RECEIVED

(5/2000) ÛÎVÎSlon of 011,GasandMining (s**IDStructions on Reverse Side) Og 01=OILGAS&MINING
EarleneRussell, Engineering



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form9, requesting APD transfer)

Well name: SEE ATTACHED LIST

API number:
Location: Qtt-QtE Section: Township Range

Company that filed original application: DOMINIONE&P

Date original permit was issued:

Company that permit was issued to: DOMINIONE&P

check Desired Action:
one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner withlegal rights to drill on the property, hereby verifies thatthe information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees tothe information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wellsbeen drilled in the vicinityof the proposed well which would affect the spacing or siting
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permittingor operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which willrequire a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No. 104312762

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filedon a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name (pleas LLY C..P K S Title REGULATORYCOMPLIANCETECH

Signature Date 08/27/2007

Representing (compa y name) XTO ENERGY INC.

The person signing this form must have legal authority to represent the company or individual(s) to be listed as tSenew operator on the Application for

Permit to Drill. AU63 0 2007



N1095 DOMINIONE and P, INC. to N2615 XTO ENERGY, INC.

api well name qtr qtr sec twp rng lease_num entity Lease well stat
4303930028 SKYLINE U 14-28 SESW 28 140S 060E UTU-77262 Federal GW APD
4303930029 SKYLINEU 8-7 SENE 07 150S 060E UTU-78415 Federal GW APD
4304737195 KC 6-33E SENW 33 100S 190E UTU-49522 Federal OW APD
4304737196 KC 9-33E NESE 33 100S 190E UTU-49522 Federal OW APD
4304737197 KC 11-33E NESW 33 100S 190E UTU-49522 Federal OW APD
4304738075 LCU 7-9H NWSE 09 110S 200E UTU-76265 Federal GW APD
4304738689 RBU 15-8E NENE 17 100S 190E U-013766 Federal GW APD
4304738783 KC 14-33E SESW 33 100S 190E UTU-49522 Federal GW APD
4304738868 LOVE 12-20G NWSW 20 110S 210E UTU-076040 Federal GW APD
4304738889 KC 9-31E NESE 31 100S 190E UTU-81719 Federal GW APD
4304738890 KC 13-31E SWSW 31 100S 190E UTU-81719 Federal GW APD
4304738891 KC 12-33E NWSW 33 100S 190E UTU-49522 Federal GW APD
4304738948 KC 14-31E SESW 31 100S 190E UTU-081719 Federal GW APD
4304738949 KC 3-33E NENW 33 100S 190E UTU-49522 Federal GW APD
4304739051 Kl] 15-31E STVSE 31 100S 190E LTTU-81719 Federed Ciur 10?D
4304739068 KC 7-33E SWNE 33 100S 190E UTU-49522 Federal GW APD
4304739069 KC 13-33E SWSW 33 100S 190E UTU-49522 Federal GW APD
4304739070 KC 15-33E SWSE 33 100S 190E UTU-49522 Federal GW APD
4304739415 WHB 4-5H NWNW 05 110S 200E UTU-39223 Federal GW APD
4304739416 WHB 12-5H NWSW 05 110S 200E UTU-39223 Federal GW APD
4304739417 WHB 13-5H SWSW 05 110S 200E UTU-39223 Federal GW APD
4304739440 WHB 4-8H NWNW 08 110S 200E UTU-39223 Federal GW APD
4304739441 WHB 5-5H NWNW 05 110S 200E UTU-39223 Federal GW APD

4304738262 KINGS CYN 9-32E NESE 32 100S 190E ML-047059 State GW APD
4304738342 LCU 12-12H NWSW 12 110S 200E FEE Fee GW APD
4304738378 KINGS CYN 11-32E NESW 32 100S 190E ML-047059 State GW APD
4304738690 KINGS CYN ll-36D NESW 36 100S 180E ML-47058 State GW NEW
4304738779 KC 5-36D SWNW 36 100S 180E ML-47058 State GW APD
4304738781 KC 6-32E SENW 32 100S 190E ML-47059 State GW APD
4304738782 ELC15-32E 149VSE 32 100S 190E fáL,047059 State (TVVAJ'D
4304738786 Adall-2J FIESTV 02 110S 190E báL,36213 State CB¥ APD
4304738787 10P 13-2J STVSTV 02 110S 190E NIL-36213 State (19V ikPD
4304738950 KC 13-32E SESTV 32 100S 190E IdL-047059 State Cigr Ad?D
4304739218 KC 14-32E SESW 32 100S 190E ML-047059 State GW APD
4304739219 FOO16-32E SESE 32 100S 190E NIL-047059 State (TYVikPD
4304739222 LCU 14-12H SESW 12 110S 200E FEE Fee GW APD
4304739315 AP 12-2J NWSW 02 110S 190E ML-36213 State GW NEW

1



FORM 9STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

UTU-7841(§
6 IF INDIAN,ALLOTTEE OR TRIBENAME

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME

Do not use this form for proposals to drill « v .ess ni :antly deepen exis' t.Ow current bottom-hole depth, reenter plugged wells, or t° Undesi nated
drill horizontal de s Use APPLICATION FOR FERY T TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER SKYLINE U 8-7

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO Energy, Inc. 4303930029
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL.OR WILDCAT

P.O. Box 1360 Roosevelt CO 84066 (435) 722-4521 Undesignated
4 LFCCA Of

T

ULRLFACE:

1,955' FNL & 141' FEL SE/4 NE/4 COUNTY:

QTR/QTR, SECTION. TOWNSHlP, RANGE, MERIDIAN: SENE 7 15S 6E S STATE:

UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIRWELL

Appeariate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion
COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER Perrnit Extension

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy, Inc. hereby requests a one year extension of the state permit for the referenced well.

This is the second extension that has been requested.

Approved by the
Utah Divisionof

Oil,Gas and Mining

Date:

By:

NAME (PLEASE PRINT) Marnie Griffin TITLE Agent for XTO Energy, Inc.

SIGNATURE DATE 11/28/2007

I

(This space for State use only)

(5/2000) (See Instructions on Reverse



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 4303930029
Well Name: SKYLINE U 8-7

Location: 1,955' FNL & 141' FEL SE/4 NE/4
Company Permit Issued to: XTO Energy, Inc.
Date Original Permit Issued: 2/13/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONolZI

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO No2

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO Nom

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No El

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers thisproposed well? YesŒNoO

11/28/2007

Signature / Date

Title: Agent

Representing: XTO Energy,



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-78414

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

N/A
7. UNIT or CA AGREEMENTNAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or t° Sk line II Unitdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.
1. ÏYPE OF WELL 8. WELLNAMEand NUMBER:

OILWELL O GAS WELL OTHER SKYLINE U 8-7
2. NAMEOF OPËRAÏÖR: 9. API NUMBER:

XTO Energy, Inc. 4303930029
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

P.O. Box 1360 cirv Roosevelt STATE UT ZIP84066 (435) 722-4521 Undesignated
4. LOCATIONÖF WELL

FOOTAGESATSURFACE: 1,955' FNL& 141' FEL COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:SENI$ 7 158 12 S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTIÖN

ACIDIZE DEEPEN REPEREORATE CURRENT FÓRMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS 0PERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENT ÒR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLE PRODUClNG FÓRMATIONS RECLAMATION OF WELL SlTE OTHER: Permit Extension
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FÖRMATION

12. DESCRIBE PROPOSED OR CÖMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTOEnergy, Inc. hereby requests a one year extension of the state perrnit for the referenced well.

This is the second extension that has been requested.

Approvedby the
Utah Divisionof

Oil,Gas and Mining

Date: D Í D% 1 DIVOF OIL,GAS & MINING

By:

NAME(PLEASEPRINT) Kendell Johnson TITLE Agent for XTO Energy, Inc.

SIGNATURE DATE 11/14/2008

(This space for State use only)
COPYSENTTOOPERATOR

initials
(5/2000) (See Instructions onReverse



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 4303930029
Well Name: SKYLINE U 8-7

Location: 1,955' FNL & 141' FEL, SE NE Sec. 7, 15S-6E

Company Permit Issued to: XTO Energy, Inc.
Date Original Permit Issued: 2/13/2006

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONom

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place thatcould affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesONoO

Is bonding still in place, which covers this proposed well? YesmNoO

11/14/2008

Signature Date

Title: Kendell Johnson

Representing: XTO Energy,



B 2580 Creekview Road
Moab, Utah 84532

Environmental Consultants 435/719-2018 435/719-2019Fax

December 12, 2008

Fluid Minerals Group
Bureau of Land Management
150 East 900 North
Richfield , Utah 84701

RE: Updated and Supplemental Information - Liberty Pioneer Energy Source, Inc.
Skyline Unit 8-7 - 1,955' FNL & 141' FEL, SE/4 NE/4,
Section 7, T15S, R6E, SLB&M, Sanpete County, Utah

Dear Fluid Minerals Group:

On behalf of Liberty Pioneer Energy Source, Inc. (Liberty Pioneer), Buys &Associates, Inc.
respectfully submits the enclosed updated and supplemental information to replace the
information previously submitted withinthe APD in response to your deficiency letter dated
December 4, 2008. The following information has been attached:

• Updated Drilling Plan with changes made to reflect more numerical consistency and better
meet the requirements of Onshore Order #1 including casing condition, design criteria and
safety factors.

We have also made a note of the correct federal bond number. Thank you very much for your
timelyconsideration of our submitted application. Please feel free to contact Daniel R. Gunnell
of Liberty Pioneer at 801-224-4771 or myself should you have any questions or need additional
information.

Sincerely,

Don Hamilton
Agent for Liberty Pioneer

cc: Tom Lloyd, Forest Service - Ferron District Office RECEIVED
Diana Mason, Utah DOGM
Daniel R. Gunnell, Liberty Pioneer

DIV.OFOIL,GAS&



DRILLING PLAN

(Revised 12-4-08)

Attachment for Permit to Drill

Name of Operator: Liberty Pioneer Energy Source, Inc.
Address: 1411 East 840 North

Orem, Utah 84097
Well Location: Skyline Unit 8-7

1,955' FNL & 141' FEL, SE/4 NE/4,
Section 7, Tl5S, R6E, SLB&M
Sanpete County, UT

1. GEOLOGIC SURFACE FORMATION North Horn

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGIC MARKERS

Formation DB

Price River 1,350'
Castlegate 1,850'
Blackhawk 2,150'
Star Point 3,100=

Mancos 3,450'
Emery 4,700'
Bluegate 6,100'
Ferron 8,100'
Tununk 8.625'

3. ESTIMATED DEPTHS OF ANTICIPATED OIL,GAS OR MINERALS

Formation Depth Typ_e

Price River 1,350'
Castlegate 1,850
Blackhawk 2,150' _ Q y, 2
Star Point 3,100' _ LL.I E =
Mancos 3,450'
Emery 4,700' is LU
Bluegate 6,100' _ ..i

Ferron 8,100' Gas I.
Tununk 8,625'

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

Type M Weight Grade Conn. Toog Bottom Hole Burst Tension Collapse

Surface 13-3/8" 61.0 ppf J-55 STC O' 2,160' 17-½" 1.4 4.5 1.4
Intermediate I 9-5/8" 43.5 ppf N-80 LTC 0 4,710' 12-174" 1.7 1.0 1.6
Intermediate II 7" 26.0 ppf N-80 LTC O' 8,110' 8 U2" 1.7 2.5 1.3
Production 4-1/2" 11.6 ppf P110 LTC O' 8,750' 6-1/4" 1.5 2.8



DRILLING PLAN

APPROVAL OF OPERATIONS

5. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized.
Intermediate hole: To be drilled using a diverter stack with rotating head to divert flow from rig floor.
Production hole: Prior to drilling out the intermediate casing shoe, 3,000 psi or greater BOP equipment will be installed.
The pipe rams will be operated at least once per day from intermediate casing to total depth. The blind rams will be tested
once per day from intermediate casing to total depth if operations permit.

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be
two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold
system. The BOP "stack" will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a
minimum of 3,000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling below the intermediate casing shoe. All test pressures will be
maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be circulated into the BOP
stack and lines prior to pressure testing. The following test pressures will be used as a minimum for various equipment
items.

1. Annular BOP 3,000 psi
2. Ram type BOP 3,000 psi
3. Kill line valves 3,000 psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi
8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.

Depths Mud Weight (ppe) Mud Svstem
0' - 2, I60' 8.6 Air foam mist, no pressure control

2,160' - 4,710' 8.6 Air Mist, Fresh water, 2% KCL/KCL mud system
4,710' - 8,110' 8.6 Fresh water/2% KCL/KCL mud system
8,110' 8,750' 8.6 Fresh water/2%KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a contant ignition source.
• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED

• Resistivity/Sonic/GR/Caliper log from surface casing to TD.
• LDT/CNL Caliper detail lo5ßfromLaseœof7" casing to TD. RECEIVED

10. ANTICIPATED ABNORMAL PRESSURES OR TEMPERATURES EXPECTED
• Expected BHP 1,500-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated- DIV.0FOIL,GAS&MINING
• The formations to be penetrated do not contain known H2S



DRILLING PLAN

APPROVAL OF OPERATIONS

11. WATER SUPPLY

a. Water supply has been addressed as item #5 within the following surface use plan.

12. CEMENT SYSTEMS

a. Surfàce Cement: Drill 17 ½" hole to 2,160' and cement 13 3/8" casing to surface.

Hole Cement
Type Sacks Interval Densitv Yield Volume Volume Excess
Lead 1350 O'-1,860' 12.5 ppg 1.91 CF/SK 1,287 CF 2,573 CF 100%
Tail 390 1,860'-2,160' 15.8 ppg 1.17 CF/SK 227 CF 454 CF 100%

Lead Mix: Halliburton Lite Premium+ 1% CaCl2 + ¼ pps Flocele
Tail Mix: Halliburton Premium Cement + 2% CaCl2 + ¼ pps Flocele

b. Intermediate Casing I Cement: Drill 12 ¼" hole to 4,710' and cement 9 5/8" casing to surface.

Hole Cement
T_yge Sacks Interval Density Yield Volume Volume Excess
Lead 380 O'-4,000' 10.5 ppg 4.10 CF/SK 1,227 CF 1,534 CF 25%
Tail 190 4,000'-4,710' 14.2 ppg 1.62 CF/SK 237 CF 296 CF 25%

Lead Mix: Halliburton Premium - Type III
Tail Mix: Halliburton Premium Cement + 10% Cal-Seal 60 + 2% CaCl2 + ¼ pps Flocele

c. Intermediate Casing II Cement: Drill 8 ½" hole to 8,110' and cement 7" casing to 3000'.

Hol_e Cement
Typ_e Sacks Interval Density Yield Volume Volume Excess
Lead 190 4,000'4,000' 12.5 ppg 1.98CF/SK 285 CF 371 CF 30%
Tail 270 6,000'-8,110' 14.2 ppg 1.61 CF/SK 325 CF 422 CF 30%

Lead Mix: Halliburton 50/50 Poz Premium + 8% gel + 10% Cal-Seal 60 + ¼ pps Flocele
Tail Mix: Halliburton Premium Cement + 10% Cal-Seal 60 + 1% CaCl2 + ¼ pps Flocele

d. Production Casing Cement: Drill 6 ¼" hole to 8,750' and cement 4 ½" casing to 6,200'.

Hole Cement
Type Sacks Interval Density Yield Volume Volume Excess

Primary 80 7,700'-8,750' 13.0 ppg 1.74 CF/SK 112 CF 129 CF 15%

Primary Mix: Halliburton Lite Premium + 3% KCL + 1% Econolite + 0.6% Halad-322 + ¼ pps Flocele

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS
Starting Date: July 15, 2009
Duration: 30 Days

RECEIVED
DEC17 2003

DIV.0FOlL,GAS&



Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET 1. DJJ

2. CDW
X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 4/1/2009

FROM: (Old Operator): TO: ( New Operator):
N2615-XTO Energy, Inc. N2855-Liberty Pioneer Energy Source

392 CR 3100 1411 East 840 North, Suite 1490
Aztec, NM 87410 Orem, UT 84097-5486

Phone: 1 (505) 333-3170 Phone: 1 (801) 224-4771

CA No. Unit: SKYLINE II

WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL
NO TYPE STATUS

SKYLINE U 14-28 28 140S 060E 4303930028 Federal GW APD
SKYLINE U 8-7 07 150S 060E 4303930029 Federal GW APD

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 4/27/2009

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 4/27/2009

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 4/29/2009

4a. Is the new operator registered in the State of Utah: Business Number: 6353640-0143

4b. If NO, the operator was contacted contacted on:

5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

5b. Inspections of LA PA state/fee well sites complete on: N/A

5c. Reports current for Production/Disposition & Sundries on: OK

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 12/18/2008 BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 12/18/2008

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 4/29/2009
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 4/29/2009
3. Bond information entered in RBDMS on: 4/29/2009
4. Fee/State wells attached to bond in RBDMS on:
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 4/27/2009

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO334
2. Indian well(s) covered by Bond Number:
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number

3b. The FORMER operator has requested a release of liability from their bond on: n/a
The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

Liberty Pioneer FORM A.xis



United StatesDepartment of the Interior
BUREAU OF LAND MANAGEMENT 74 payog.

Utah State Office 4N MggÇA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.bim.govlut/st/en.html

INREPLYREFER TO
3180
UT-922

December 15, 2008

Liberty Pioneer Energy Source
clo UnitSource incorporated
11184 Huron Street, Suite 16
Denver, Colorado 80234

Gentlemen:

The Skyline IIUnit Agreement, Emery and Sanpete Counties,Utah, was approved on December 15,
2008. This agreement has been designated No. UTU86686X, and is effective as of the date of
approval.

This unit provides for the drilling oftwoobligationwells and subsequent drillingobligationspursuant
to Section 9 of the unit agreement. The initialwell is to be drilled to a depth of 8,750 feet or a depth
sufficient to test 125 feet below the Base of theFerron Sandstone, whichever is less, and located in
the NE¼ of Section 7, Township 15 South, Range 6 East, SLM&B, Sanpete County, Utah. The
second well is to be drilled to a depth of 7,235 feet or a depth sufficient to test 125 feet below the
Base of the Ferron Sandstone, whichever is less, and located in the SW¼ of Section 28, Township
14 South, Range 6 East, SLM&B, Sanpete County, Utah. No extensionof timebeyond June 29,
2009, willbe granted to commence the "obligationwell"other than "unavoidabledelay" (Section 25),
where justified.

Approval ofthisagreement does not warrant or certifythatthe operator thereofand other holders of
operating rights hold legal or equitable titleto those rights in the subject leases whichare committed
hereto.

The basic information is as follows:

1. The area tobe unitizedwas approved under the unitplan regulationsof December 22, 1950,
by Bureau of Land Management letter of November 24, 2008.

2. All formations are unitized.

3. The unit area embraces 38,883.23 acres, more or less, of which 34,247.67 acres (88.08
percent) are Federal Lands, 920.00 acres (2,37 percent) are State Lands and 3,715.56
acres (9.55 percent) are Patented Lands.

RECEIVED
DEC1 8



2

The following leases embrace lands included within the unit area:

UTU77262* UTU78415 UTU78741 UTU79945
UTU77263* UTU78416 UTU78742 UTU80163*
UTU78000 UTU78421 UTU78802 UTU80164
UTU78414* UTU78422* UTU79644*

* Indicates lease to be considered for segregation by the Bureau of Land Management
pursuant to Section 18 (g)of the unit agreement and Public Law 86-705.

All lands and interests are effectivelycommittedexcept Tract 17 totaling920.00 acres (2.37
percent) which is fully committed; Tract 42 totaling359.64 acres (0.92percent) which is
partially committed; and Tracts 18-41 and 43-57 totaling3,355.92 acres (8.63 percent) which
are not committed. Also, certain overridingroyaltyinterest owners have not signed the unit
agreement. All parties owning interests withinthis unit area were invited to jointhe unit
agreement.

Unleased Federal land, Tract 26, totaling3,039.53 acres (7.82 percent), is not committed,
but is considered to be controlled acreage because, prior to issuance of leases for the
acreage, the lessee(s) may be required to committo the unit agreement.

In view of the foregoing commitment status, effective control of operations withinthe unit area is
assured. We are of the opinionthatthe agreement is necessary and advisable in the public interest
and for the purpose of more properly conserving natural resources. Certification-Determination,
signed by the School and Institutional Trust Land Administration for the State of Utah, is attached to
the enclosed agreement.

Sincerely,

/s/ Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals

Enclosure

bcc: UDOGM
MMS - MRM (Attn: Leona Reilly)
SITLA
BOR
Manti-La Sal Nation Forest
Field Manager - Richfield wlenclosure
Field Manager - Price w/enclosure
File - Skyline II Unit w/enclosure
Fluids - Al
Fluids -Judy
Fluids - Mickey
Agr. Sec. Chron
Reading File
Central Files RECENED

UT922:LWilcken:Iw:12/16/08 DECi e53

Og OF0\L,GAS&



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MlNING 5. LEASE DES1GNATIONANDSERlAL NUMBER:
UTU-78145

SUNDRY NOTICES AND REPORTS ON WELLS 6 I/FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to Skvline IIdrill horizontal laterals. Use APPLlCATION FOR PERMIT TO DRILLform for such proposals. J

1 TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Skyline Unit 8-7

2 NAMEEænerER R.

3
9M30RO29

3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

Box 1360; 978 N Crescent Roosevelt STATE UT 784066 (435) 722-4521 undesignated
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2,023' FNL & 154' FEL COUNTY: Sanpete

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENE 7 15S 6E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/15/2009 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective April 1, 2009 XTO Energy Inc. resigned as Operator of the referenced well and requests that the operator be
designated and the referenced approved APD transferredfrom XTO Energy Inc. to successor operator Liberty Pioneer Energy
Source.

Liberty Pioneer Energy Source will operate the well under the approved conditions and approved APD utilizing BLM Blanket
Bond UTB-000334.

XTO Energy Inc. 4J Liberty P neer nerg ource

Edwin S. Ryan, Jr. Daniel R. Gunnell- Presid¾t
Senior Vice President Land - Administration ggi /

NAME (PLEASE PRlNT) Edwin S. Ryan, Jr. TITLE Senior Vice President Land - Administration

SIGNATURE DATE 4/1/2009

(This space for State use only)

APPROVED /f/PG RECEIVED

(5/2000) Division of Oil, Gas a d Mining (See instructions on Reverse Side)
Earlene Russell, Engineering Technician DIVOFOIL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompanya Sundry Notice, Form 9, requesting APD transfer)

Well name: Skyline Unit 8-7

API number: 4303930029

Location: SENE 7 ownship 15S Range 6E

Company that filed original application: Dominion Exploration & Production, Inc. then transferred to XTO Energy, Inc.

Date original pennit was issued: 02/13/2006

Company that permit was issued to: Dominion Exploration & Production, Inc. then transferredto XTO Energy, Inc.

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies thatthe information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

if located on private land, has the ownershipchanged?

Ifso, has the surface agreement been updated?

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for thislocation?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No UTB-000334

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name (please print) Daniel R.gnn
-

Title President

Signature ) Date 04/01/2009

Representing (company name) Liberty Pioneer Energy Source

The person signing this form must have legal authority to represent thecompany or individual(s) to be listed as the new operator i
Permit to Drill

(3/2004)

DIXOFOIL,GAS&



FORM APPROVEDForm 3160-5 UNITED STATES OMB No. 1004-0137(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

UTU-78415
SUNDRY NOTICES AND REPORTS ON WELLS 6.IfIndian, Allottee or Tribe Name

Do not use this form for proposals to driH or to re-enter an N/A
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. If Unit of CA/Agreement, Name and/or No.
Skyline II

1. Type of Well

Oil Well Gas Well Other 8. Well NameS nNe
Unit 8-7

2. Name of Operator 9. API Well No.
Liberty Pioneer Energy Source, Inc. 43-039-300¶

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1411 East 840 North
orem, Utah 84097 801-224-4771 Wildcat

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11. Country or Parish, State
1,955' FNL & 141' FEL, SE/4 NE/4), Section 7, T15S, R6E, SLB&M Emery County, Utah

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Updated

Change Plans Plug and Abandon Temporarily Abandon Drilling Plan for

Final Abandonment Notice Convert to Injection Plug Back Water Disposal Approval

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. f
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

Liberty Pioneer respectfully submits the attached updated drilling plan for review and approval. The updated plan reflects casing and cement
information for surface to 600', intermediate to 8,050' and TD at 8,750'.

Ulan oluisiond
4 Go od Minkg

2 ‡ 0
' ' RECE1VED

JUN252009 FiE COPY
DIV.0FOlL,GAS&MlNING

14. I hereby certify that the foregoing is true and correct. Name (Printed/Typed)

Don Hamilton Title Agent for Liberty Pioneer Energy Source, Inc.

Signature Date 06/22/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



DRILLING PLAN

Attachment for Permit to Drill

Name of Operator: Liberty Pioneer Energy Source, Inc.
Address: 1411 East 840 North

Orem, Utah 84097
Well Location: Skyline Unit #8-7

2023' FNL & 154' FEL, SE/4 NE/4,
Section 7, Tl5S, R6E,
Sanpete, UT

1. Geologic Surface Formation North Horn

2. Estimated Depths of Important Geologic Markers

Formation TVD
Price River 1350'
Castlegate 1850'
Blackhawk 2150'
Star Point 3100'
Mancos 3450'
Emery 4700'
Bluegate 6100'
Ferron 8100'
Tununk 8625'

3. Estimated Depths of Anticipated Oil, Gas, or Minerals

Formation TVD Type
Price River 1350' ----

Castlegate 1850' ----

Blackhawk 2150' ----

Star Point 3100' ---

Mancos 3450' ----

Emery 4700' ---

Bluegate 6100' ---

Ferron 8100' Gas
Tununk 8625' ---

4. Proposed Casing Program

Type Size Weight Grade Conn. Top Bottom Hole Burst Tension Collapse
Surface 13 ¾" 54.5 K-55 STC 0' 600' 17 ½" 1.82 2.95 4.63
Intermediate 7" 26 N-80 LTC O' 8050' 8 ¾" 1.80 1.84 1.36
Production 4 ½" 11.6 N-80 LTC 7850' 8750' 6" 1.15 1.91 1.38

All casing will be new.

5. Operator's Minimum Specifications for Pressure Control
Surface hole: No BOPE will be utilized.
Intermediate and Production hole: Prior to drilling out, 5000 psi BOP equipment will be installed.
The pipe rams will be operated at least once per day from the surface casing to total depth. The blind
rams will be tested once per day from surface casing to total depth if operations



A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As
denoted there will be two valves and one check valve on the kill line, two valves on the choke line,
and two adjustable chokes on the manifold system. The BOP "stack" will consist of three BOP rams
(2 pipe, 1 blind) and one annular type preventor, all rated to a minimum of 5000 psi working pressure.

The BOP equipment will be pressure tested prior to drilling below the surface casing shoe. All tests
will be maintained for 5 minutes at a low pressure (250 psi) and for 10 minutes at a high pressure
(4000 psi). Clear water will be circulated into the BOP stack and lines prior to pressure testing. The
following test pressures will be used as a minimum for various equipment items,

1. Annular BOP (70% of working pressure) 3500 psi
2. Ram type BOP 4000 psi
3. Kill line valves 4000 psi
4. Choke line valves and choke manifold valves 4000 psi
5. Chokes 4000 psi
6. Surfàce Casing, casinghead & weld 1500 psi
7. Intermediate Casing, casinghead & weld 4000 psi
8. Upper kelly cock and safety valve 4000 psi
9. Dart valve 4000 psi

6. Mud Systems
An air or air/mist system will be used to drill the surface hole.
A Cationic Aerated Drilling System will be used to drill the well.

Depths Mud Weight (ppg) Mud System
0' - 600' N/A Air, Air/Mist

600' - 8050' 6.0 to 8.4 Cationic Fluid and Nitrogen
8050' - 8750' N/A Air, Air/Mist

7. Blooie Line
An automatic igniter will not be installed on blooie line. The blooie line will have a constant ignition
source.
A "target tee" connection will be installed on blooie line for 90° change of directions for abrasive
resistance.
"Target tee" connections will be a minimum of 50' from the wellhead.
The blooie line discharge will be a minimum of 100' from the wellhead.

8. Auxiliary Equipment to be used
Kelly cock.
Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly
is not in the string.

9. Testing, Logging, and Coring programs to be followed
DIL/GR log from surface casing to TD and GR to surface
CNL/FDC/GR from 2500' to TD

10. Anticipated Abnormal Pressures or Temperatures Expected
Expected BHP 2927 to 3117 psi (lower than a normal pressure gradient).
No abnormal temperature or pressures are anticipated.
The formations to be penetrated do not contain known H2S gas.

11. Water Supply
Water supply has been addressed as item #5 within the previously approved surface use



12. Cement Systems
Surface Cement: Drill 17 ½" hole to 600' and cement 13 ¾" casing to surface

Hole Cement
Type Sacks Interval Density Yield Volume Volume Excess
Tail 570 O' - 600' 15.8 ppg 1.16 ef/sx 452 cf 710 of 57%

Surface Cement: Class "G" + 2% CaCl2 + ¼ lb/sx flocele

Intermediate Cement: Drill 8 ¾" hole to 5900' and cement 7" casing to surfàce
Hole Cement

Type Sacks Interval Density Yield Volume Volume Excess
SI -Lead 450 3300' - 12.5 ppg 1.94 cf/sx 639 cf 873 ef 36%

7550'
S1 - Tail 100 7550' - 14.3 ppg 1.26 cf/sx 75.2 ef 126 cf 67%

8050'
DV Tool
S2 - Lead 470 O' - 3250' 12.5 ppg 1.94 ef/sx 759 of 912 of 35% - OH

0% - CH
S2 - Tail 50 3250' - 14.3 ppg 1.26 ef/sx 15 cf 25 cf 67%

3300'

Intermediate 1"' Stage:
Lead: 65:35 Poz + 6% Gel + 0.4% Halad-344 + 0.2% Super CBL + 2 lb/sx Silicalite Compacted + 0.2%
HR-7
Tail: 50:50 Poz + 5 lb/sx Gilsonite + 2% Microbond M + 0.3% Halad-344 + 0.2% HR-5 + 0.2% Super
CBL
Intermediate 2ndS ge
Lead: 65:35 Poz + 6% Gel + 0.4% Halad-344 + 0.2% Super CBL + 2 lb/sx Silicalite Compacted + 0.2%
HR-7
Tail: 50:50 Poz + 5 lb/sx Gilsonite + 2% Microbond M + 0.3% Halad-344 + 0.2% HR-5 + 0.2% Super
CBL

The 4 ½" liner will be pre-perforated and hung with a liner hanger and not cemented.

13. Anticipated Starting Date and Duration of Operations
Starting Date: July 15, 2009
Duration: 30



API Well No: 43039300290000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-78415 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 SKYLINE II 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 SKYLINE U 8-7 

2. NAME OF OPERATOR:
 LIBERTY PIONEER ENERGY SOURCE, INC

9. API NUMBER:
 43039300290000

3. ADDRESS OF OPERATOR:  
 1411 East 840 North , Orem, UT, 84097 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1955 FNL 0141 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 07 Township: 15.0S Range: 06.0E Meridian: S

COUNTY:
 SANPETE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

7/21/2009

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The Dry spud for the Skyline Unit 8-7 was completed on JULY 21, 2009 @
2100 HRS

NAME (PLEASE PRINT)  
 Don Hamilton

TITLE
 Permitting Agent (Buys & Associates, Inc)

SIGNATURE
 N/A

DATE
 7/23/2009

PHONE NUMBER:
801 224-4771  Ext 

 

PHONE NUMBER
435 719-2018

July 23, 2009

July 23, 2009

iPI Well No: 43039300290000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAS7E84D1ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. SKYLINE II

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well SKYLINE U 8-7

2. NAME OF OPERATOR: 9. API NUMBER:
LIBERTY PIONEER ENERGY SOURCE, INC 43039300290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1411 East 840 North , Orem, UT, 84097 801 224-4771 Ext WILDCAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: SANPETE

1955 FNL 0141 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENE Section: 07 Township: 15.05 Range: 06.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

7/21/2009 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Dry spud for the Skyline Unit 8-7 was completed on JULY 21, 2009 @
2100 HRS Accepted by the

Utah Division of
Oil, Gas and Mining

FOR REgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent (Buys & Associates, Inc)

SIGNATURE DATE
N/A 7/23/2009

RECEIVED July 23,



API Well No: 43039300290000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-78415 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 SKYLINE II 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 SKYLINE U 8-7 

2. NAME OF OPERATOR:
 LIBERTY PIONEER ENERGY SOURCE, INC

9. API NUMBER:
 43039300290000

3. ADDRESS OF OPERATOR:  
 1411 East 840 North , Orem, UT, 84097 

9. FIELD and POOL or WILDCAT:
 WILDCAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1955 FNL 0141 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 07 Township: 15.0S Range: 06.0E Meridian: S

COUNTY:
 SANPETE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

7/26/2009

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The well was rotary spud JULY 26, 2009 @ 1800 HRS.

NAME (PLEASE PRINT)  
 Don Hamilton

TITLE
 Permitting Agent (Buys & Associates, Inc)

SIGNATURE
 N/A

DATE
 8/3/2009

PHONE NUMBER:
801 224-4771  Ext 

 

PHONE NUMBER
435 719-2018

August 03, 2009

August 04, 2009

iPI Well No: 43039300290000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEASE D1ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. SKYLINE II

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well SKYLINE U 8-7

2. NAME OF OPERATOR: 9. API NUMBER:
LIBERTY PIONEER ENERGY SOURCE, INC 43039300290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1411 East 840 North , Orem, UT, 84097 801 224-4771 Ext WILDCAT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: SANPETE

1955 FNL 0141 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENE Section: 07 Township: 15.05 Range: 06.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

7/26/2009 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The well was rotary spud JULY 26, 2009 @ 1800 HRS.
Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECpgg4,wLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Don Hamilton 435 719-2018 Permitting Agent (Buys & Associates, Inc)

SIGNATURE DATE
N/A 8/3/2009

RECEIVED August 03,



August 03, 2009

STATEOFUTAH FORM6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Liberty Pioneer Energy Source, Inc. Operator Account Number: N 2855

Address: 1411 East 840 North

city Orem

state UT zip 84097 Phone Number: (801) 224-4771

Well 1

API Number Well Name QQ Sec Twp Rng County
4303930029 Skyline Unit 8-7 SENE 7 15S 6E Sanpete

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A 17332 17332 7/26/2009 7/30/2009

Comments:
The well was dry spud JULY 21, 2009 @2100 HRS.
The well was rotary spud JULY 26, 2009 @ 1800 HRS.

Well 2

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entityfor new well (single well only) Don Hamilton
B - Add new well to e×isting entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity LM
D - Re-assign well from one existingentity to a new entity Signature
E - Other (Explain in 'comments' section) Agent for Liberty Pioneer 8/3/2009

Title Date



Form 3160-4
(August 2007) UNITED STATES

DEPARTMENTOF THE INTERIOR Ë11ao
oRO

0
3D7

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETIONREPORT AND LOG 5. LeaseSerialNo,
UTU-78415

la. Type of Well DOil Well Gas Well Dry Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion: ONew Well Work Over Deepen Pius Back O Diff Resvr., N/A
Other. 7. Unit or CA Agreement Name and No.

Skyllne 11
2. Name of Operator 8. Lease Name and Wþl No.
Liberty Pioneer Energy Source, Inc- Skylin Unit 8-7 .V
3. Address 1411 East 840 Nodh 3a. Phone No. (include area cade) 9. AFI Well No.

Orem, Utah 84097 801-224-4771 43-039-30029
4. Location of WelI (Report location clearly and in accordance with Federal requirements)* 10. Pield and Pool or Exploratory

Wildcat
At surface 1955' FNL & 141' FEL, SE/4 NE/4, 11. Sec., T., R., M., on Block and

Survey or Area Secdon i, T158,R6E, SLB&M

At top prod. intervat reported below 12. County or Parish 13. State

At total depth
Sanpete UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, RKB, RT, GL)*

07/12/2009 08/20/2009 D & A Ready to Prod, 10,584'
18. Total Depth: MD 9167' 19. Plug Back T.D.: MD 20. Depth Bridge Plug Set: MD

TVD 91gy TVD TVD
2 L Type Electric& Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? 2 No Yes (Submit analysis)

Was DST nm? | No Yes (Submit report)
Directional Survey? gj No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft) Top (MD) Bottom (MD) StageC enter N of Sks & Slum L)ol Cement Top* AmountPulled

17-1/2" 13-3/8" STC 54,5 Surface 641.74 650 sx G 123 Surface
12-1/4" 9-5/8" HCK- 40 Surface 3868' 730 sx G 330 Surface
8-3/4" T' NSO 26 Surface 7520' 460 sx G 189
6-1/8" 3-1/2" drill pipe and BHA left in open hole from 7858 to 916T

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) PackerDepth (MD)

N/A
25, Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf Status
A) N/A N/A
B)
C)
D)

27. Acid, Fracture, Treatment, Cement Squeeze, etc.
Depth Interval Amount and Type of Material

7170' - 7616' Plug Interval w/ 84 sx Class G
3658' - 3988' Plug Interval wl 125 ex Class G
592' to 722' Plug Interval w/ 25 sx Class G
O'to 592' Surface Plug wtih 122 sx Class G
28. Production - IntervalA
Date First fest Date Hours Test Oil ûas Water Oil Gravity 3as Production Method
Produced Tested Production BBL MCF BEL Corr. API 3ravity

N/A
Choke Tbg. Press. "sg. 24 Hr Dil Gas Water 3as/Oil Well Status
Size Flwg. Press, Rate BBL MCF BBL Ratio

/A
28a. Production - Interval B
D F t fest Date

e on L MF
BWer I Gra ty as Production Method

RECEIVED
Choke Tbg. Press. Osg. 24 Hr il 3as Water 3as/Oil Well Status IULO9 2012
Size Flwg. Press Rate BBL MCF BBL Ratio J

IMIA
*(See instructions and spaces for additional data on page 2) Div.ui Oil,Qaa&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity 3as Production MethodProduced lested Production BBL MCF BBL Corr. API 3ravity
N/A
Choke Tbg. Press. 3g. 24 Hr Dil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

/A
28c. Production - Interval D
Date First Iest Date Hours fest Oil Gas Water Oil Gravity 3as Production MethodProduced Tested Product on BBL MCF BBL Cort. API 3ravity

N/A
Choke Tbg. Pæss. Osg 24 Hr Oil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

/A
29. Disposition of Gas (Solig usedforfuel,vented, etc.)
Never producect

30. Summary of Porous Zones (Include Aquifers): 31. Fonnation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

TopFormation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth

North Hom Surface
Piice River 1339'

Casile Gate 1952'
Est. top Blackhawk 2138'

Est topStar Point 3038'
Est. topMancos 3420'

Emery 4415'
Bluegate 5920'

Ferron 8292'
Tununk 8817

32. Additional remarks (include plugging procef ure):

August 25, 2009- Set cier @7300, pump 59 sks class G cmt @15.8 ppg (12 BCM), Y-1.15, (316' cmt below cicr}, pump 25 sks class G cmt@15.8 ppg (5BCM), Y-1.15, (130' CMT topof cicr), perforated 2 holes @3988', set cicr @3788', pump 100 sks class G cmt @ 15.8 ppg (20.5 BCM), Y-1.15, (200' cmt incsg, 336' behind pipe), pump 25 sks class G cmt @ 15.8 ppg (5 BCM), Y-1.15, (130' cmttop of cicr), pump 25 sks class G cement @15.8 ppg (5 BCM),Y-1.15, (592' to 722'), Land well head.

August 24 & 25 2010- Cmt was found back to surface between conductorand 13 3/8" surface pipe, Cement was found back to surface between 13 3/8"and 9 Sle"interm string. Cement was not found back to surface betwee 9 5/8" Interm stringand 7 long string. Assume that cement plugs were set whenplugging the well back as indicated above. Annular volume between 9 5/8" and 7" long string was not cemented back to surface during casing. Day 1-Assume a non corrosive space of mud in place. Pumped 59 sks (2.3 cubic yards) of class G cement back to surface, est column height of cement is 400 fLDay 2- pumped 156 sks (6 cubicyards) of Glass G neat cement back to surface,est columnheight of cement is 1030 ft Cement column toppedoffatsurface. Cemented 7 long stringback to surface with 4.7 cubic yards (122 sks) of class G neat Total cement pumped 13 yards (335 sks).
33. Indicate which items have been attached by placing a check in theappropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic lleport DST Itepart O Direedonal Survey
O Sundry Notice for pluggingand cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*
Name (pleme prirry Don Hamilton Title Agent for Liberty Pioneer Energy Source, Inc.
Signature rain ti , ma Date 09/23/2010

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, makeit a crime for any person knowingly and willfully to make to any department or agency of the United States anyfalse, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3160-4, page
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